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Abbreviations 

 
acfm .............................. actual cubic feet per minute 

ATI ................................ authorization to install 

CFR ............................... Code of Federal Regulation 

CE ................................. control equipment 

CEM .............................. continuous emission monitor 

DNR .............................. Department of Natural Resources 
oF ................................... degrees Fahrenheit 

D .................................... downward discharge 

EIQ ................................ emissions inventory questionnaire 

EP .................................. emission point 

EU ................................. emission unit 

gph ................................ gallon per hour 

gpm ............................... gallon per minute 

gr./dscf .......................... grains per dry standard cubic foot 

H .................................... horizontal discharge 

I ..................................... inside-vent inside building 

IAC ................................ Iowa Administrative Code 

LCPH ............................ Linn County Public Health 

LCO .............................. Linn County Ordinance 

MVAC .......................... motor vehicle air conditioner 

NSPS ............................. new source performance standard 

NAICS .......................... North American Industry Classification System 

ppmv ............................. parts per million by volume 

lb./hr .............................. pounds per hour 

lb./MMBtu .................... pounds per million British thermal units 

PO ................................. propylene oxide 

PTO ............................... permit to operate 

scfm ............................... standard cubic feet per minute 

SIC ................................ Standard Industrial Classification 

tph ................................. tons per hour 

tpy ................................. tons per year 

USEPA .......................... United States Environmental Protection Agency 

V .................................... Vertical (without rain cap or with unobstructing rain cap) 

VR ................................. Vertical, with obstruction rain cap 

 

Pollutants 
CO ................................. carbon monoxide 

HAP .............................. hazardous air pollutant 

HCl ................................ hydrochloric acid 

NOx ............................... nitrogen oxides 

PM ................................. particulate matter 

PM10 .............................. particulate matter ten microns or less in diameter 

SO2 ................................ sulfur dioxide 

VOC .............................. volatile organic compound 

VHAP ............................ volatile hazardous air pollutant 

SHAP ............................ single hazardous air pollutant 

THAP ............................ total hazardous air pollutant 
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I.  Facility Description and Equipment List  

 
Facility Name: Cargill, Incorporated  

Permit Number:  07-TV-006-R2 

 

Facility Description: Wet Corn Milling (NAICS 311221; SIC 2046) 

 

 

Equipment List by Process Group 

 

Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description 
Construction Permit 

Number(s) (ATI/PTO)  

UTILITIES (Process Group 1) 

100 100 Gas Boiler 6774 / 6728 

101 101 #2 Gas Boiler 6773 / 6607-R1 

210 210 Emergency Generator 6123 / 6084-R1 

258 258 500 kW Back-up Generator 6215 / 6085-R2 

516 516 Refinery Loadout Boiler -- 

REFINERY (Process Group 2) 

32 
32A Carbon Furnace 

4325 / 4311-R4 
32B Carbon Furnace Burner 

33 33 Refinery Process Tanks 6378 / 6116-R5 

256 256 Precoat Bin 5785 / 5563-R2 

PROCESS (Process Group 3) 

11 11 Corn Truck Unload 6068 / 5794-R2 

12 12 Gluten Sizing System 7124 / 6897 

13 
13A Feedhouse Truck Loadout 

5674 / 5681-R3 
13B Rail Gluten/Germ Loadout System 

14 
14A Gluten Scale 

6950 / 6756-R1 
14B Gluten Conveying 

15 15 East Germ Storage Bin 5512 / 5560-R3 

16 16 West Germ Storage Bin 5513 / 5561-R3 

17 17 West Gluten Bin 5514 / 5562-R3 

20 

20A Germ Dryer Burner 

7213 

20B Feed Drying System 

20C Germ Dryer Sections 1-4 

20D Waste Gas Steepwater Evaporator 

20F Bran Dewatering System 

23 
20A Germ Dryer Burner 

7064 / 6799 
20C Germ Dryer Sections 1-4 

37 37 Corn Cleaning & Conveying Aspiration 6877 / 6626-R1 

40 

40A Mill Aspiration System 

7021 / 6800-R1 

40B Gluten Tank 

40C Clarifier Feed Tank 

40D Primary Feed Tank 

40E Clarifiers 

40F MST Feed Tank 

40G Millwater Tank 

41 41 Steep House Scrubber 6034 / 5761-R2 

68 68 Cracked Corn Hammermill 5881 / 5582-R3 

109 
109A Gluten Filter Vent 

6953 / 6815 
20F Bran Dewatering System 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description 
Construction Permit 

Number(s) (ATI/PTO)  

113 
113 Germ Dryer Section 5 

7065 / 6801 
113B Germ Dryer Burner 

130 130 Corn Silos 1-4 6069 / 5795-R2 

176 
176A Waxy Corn Silo #1 

4330 / 4469-R4 
176B Waxy Corn Silo #2 

230 230 Cracked Corn Conveying 4720 / 4785-R2 

245 245 East Gluten Bin 4998 / 5034-R3 

246 246 Dried Gluten Receiver 5173 / 5146-R3 

247 247 Wetbran Conveyor 5475 / 5236-R3 

249 249 East Gluten Filter Vacuum Pump 5337 / 5217-R4 

250 250 Middle Gluten Filter Vacuum Pump 5643 / 5397-R3 

251 251 West Gluten Filter Vacuum Pump 5644 / 5398-R2 

252 252 Starch Slurry Tank #7 5344 / 5673-R1 

255 
255A Rail Germ Loadout 

5676 / 5440-R3 
255B Germ Conveying 

263 263 Elevator Tunnel Vacuum Filter 6629 / 6441-R1 

410 

20A Germ Dryer Burner 

7212 

20B Gluten Steam Tube Dryer 

20C Germ Dryer Sections 1-4 

20D Waste Gas Steepwater Evaporator 

113 Germ Dryer Section 5 

113B Germ Dryer Burner 

410 RTO Burner 

451 451 Heavy Steepwater Tank 7111 / 6841 

FOOD STARCH (Process Group 4) 

6 6 #5 Starch Bulk Storage 4460 / 4476-R3 

8 8 #7 Starch Bulk Storage 4461 / 4477-R3 

27 27 #3 Starch Bulk Storage 4558 / 4618-R4 

43 43 Vacuum Cleaner Vent 5462 / 5443-R3 

51 

51A Packer Pulsaire 

6951 / 6730-R1 
51B Industrial Starch Packer Web 

51C Packers 5 & 6 

51D A & B Bins 

52 52 #1 Starch Bulk Storage 4559 / 4619-R3 

58 58 Food Grade Truck 6243 / 6040-R3 

65 65 Starch Loadout 2139 / 2246-R5 

149 149 Starch Bulk Bagger 2977 / 3662-R4 

254 254 Slurry Tank #5 5416 / 5674-R2 

390 390 Food Starch Sifter 6395 / 6257-R3 

450 450 Slurry Tank #8 6728 / 6608-R1 

INDUSTRIAL STARCH (Process Group 5) 

1 1 #3 Starch Flash Dryer 6922 / 6802-R1 

5 5 Bulk Soda Ash Loadout 4879 / 4872-R2 

9 9 C* Starch Bin #8 5460 / 5441-R3 

61 61 Mod House Heil Wet Scrubber 6960 / 6731-R1 

70 

70A Starch Modification Tank 1 

4380 / 4447-R4 

70B Starch Modification Tank 2 

70C Starch Washer 1 

70D Starch Washer 2 

70E Soda Ash Storage Tank 3 

71 

71A Tank 9 

6952 / 6814-R1 71B Tank 10 

71C Tank 12 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description 
Construction Permit 

Number(s) (ATI/PTO)  

71D Tank 14 

71E Tank 15 

71F Tank 16 

71G Tank 17 

79 79 Industrial Starch Loadout 
5463 / 5345-R3 

DNR PSD 16-A-258-P1 

85 85 #10 Starch Bulk Storage Bin 5464 / 5444-R3 

90 90 Starch Flash Dryer #4 
6923 / 6803-R1 

DNR PSD 16-A-259-P2 

91 91 #11 Starch Storage Bin 
2447 / 2410-R3 

DNR PSD 16-A-260-P1 

92 92 #12 Starch Storage Bin 
2446 / 2409-R3 

DNR PSD 16-A-261-P1 

93 93 #13 Starch Storage Bin 
2445 / 2408-R3 

DNR PSD 16-A-262-P1 

94 94 #18 Industrial Starch Storage Bin 5465 / 5445-R4 

95 95 Starch Surge Bin 2475 / 2416-R3 

102 102 #14 Starch Storage Bin 2563 / 2559-R3 

103 103 C* Film Vertical Bin #15 5466 / 5446-R3 

104 104 #16 Starch Storage Bin 2565 / 2558-R3 

105 105 Starch Storage Bin 2566 / 2556-R3 

155 155 Industrial Grade Packer / Blower 3715 / 4212-R4 

300 300 C* Film Starch Receiving Filter/Starch Hopper 5456 / 5447-R4 

320 320 Dryer 5043 / 5583-R2 

330 330 Modified Starch Receiving Filter 5044 / 5448-R4 

340 340 Sifter 5045 / 5449-R4 

350 350 C* Film Final Product Hopper 5457 / 5450-R4 

360 360 Product Receiving Filter 5047 / 5451-R4 

370 370 C* Film Loadout Surge Hopper 5458 / 5452-R4 

380 380 C* Cooling Tower 5459 / 5453-R1 

452 452 Starch Centrifuge 7196 / 6914 

SPECIALTY STARCH (Process Group 7) 

115 115 Loadout Dust Collector 2739 / 3668-R2 

116 
116A Starch Dryer 

2992 / 3669-R4 
116B Starch Dryer Burner 

118 118 Salt Storage Bin Vent 4276 / 4264  

119 119 #19 Starch Bulk Storage 6392 / 6247-R3 

120 120 #20 Starch Storage Bin 6393 / 6248-R3 

121 121 #21 Starch Storage Bin 6394 / 6249-R3 

124 124 Packer Hopper Vent 6587 / 6548-R1 

153 153 Sodium Sulfate Receiving 5677 / 5439-R1 

160 

160A PO Storage Tank 

5876 / 5740-R2 

160C Reactor #131 

160D Reactor #132 

160E Reactor #134 

160F Reactor #135 

160H Stripper #2 

161 

161A POCl3 Storage Tank 

6961 / 6732-R1 

161B H2SO4 Storage Tank 

161C Deactivation Tank 

161D Modification Tank #101 

161E Modification Tank #102 

161F Modification Tank #103 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description 
Construction Permit 

Number(s) (ATI/PTO)  

161G Modification Tank #104 

161H nOSA Tank 

161I Modification Tank #105 

162 
162A Flash Dryer #6 

6586 / 6444-R2 
162B Flash Dryer #6 Burner 

164 164 Storage Bin #104 4026 / 4461-R3 

165 165 Storage Bin #105 4027 / 4462-R3 

166 166 Storage Bin #106 4028 / 4463-R3 

167 167 Specialty Starch Bin #107 5320 / 5580-R3 

169 169 Specialty Starch Bin #109 5321 / 5581-R3 

170 170 Specialty Starch Warehouse Receiver 6618 / 6549-R4 

171 171 Specialty Starch Mix Bin 1 4270 / 4465-R3 

173 

173A Starch Packer  

6727 / 6471-R2 173B Super Sacker 

173C Cleanup Vacuum 

174 174 Grinder Discharge Receiver 4272 / 4467-R3 

175 175 Warehouse Vacuum Receiver 4273 / 4468-R4 

240 240 Starch Re-Slurry System 4855 / 4862-R3 

248 248 Slurry Tank #6 5137 / 5100-R2 

260 260 East Dilute Phase Pot 6535 / 6434-R4 

262 262 West Dilute Phase Pot 6750 / 6550-R4 

 

Equipment List by Emission Point 

 

Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description Process Group 

1 1 #3 Starch Flash Dryer Industrial Starch 

5 5 Bulk Soda Ash Loadout Food Starch 

6 6 #5 Starch Bulk Storage Food Starch 

8 8 #7 Starch Bulk Storage Food Starch 

9 9 #8 Starch Bulk Storage Industrial Starch 

11 11 Corn Truck Unload Process 

12 12 Gluten Sizing System Process 

13 
13A Feedhouse Truck Loadout 

Process 
13B Rail Gluten/Germ Loadout System 

14 
14A Gluten Scale 

Process 
14B Gluten Conveying 

15 15 East Germ Storage Bin Process 

16 16 West Germ Storage Bin Process 

17 17 West Gluten Storage Bin Process 

20 

20A Germ Dryer Burner 

Process 

20B Gluten Steam Tube Dryer 

20C Germ Dryer Sections 1-4 

20D Waste Gas Steepwater Evaporator 

20E Germ Rotary Cooler 

20F Bran Dewatering System 

23 
20A Germ Dryer Burner 

Process 
20C Germ Dryer Sections 1-4 

27 27 #3 Starch Bulk Storage Food Starch 

32 32 Carbon Furnace Refinery 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description Process Group 

32B Carbon Furnace Burner 

33 33 Refinery Process Tanks Refinery 

37 37 Corn Cleaning / Convey Process 

40 40 Mill House Scrubber Process 

41 41 Steep House Scrubber Process 

43 43 Vacuum Cleaner Vent Food Starch 

51 

51A Packer Pulsaire 

Food Starch 
51B Industrial Starch Packer Web 

51C Packers 5 & 6 

51D A & B Bins 

52 52 #1 Starch Bulk Storage Food Starch 

58 58 Food Grade Truck Food Starch 

61 61 Mod House Heil Wet Scrubber Industrial Starch 

65 65 Starch Loadout Food Starch 

68 68 Cracked Corn Hammermill Process 

70 

70A Starch Modification Tank 1 

Industrial Starch 

70B Starch Modification Tank 2 

70C Starch Washer 1 

70D Starch Washer 2 

70E Soda Ash Storage Tank 3 

71 

71A Tank 9 

Industrial Starch 

71B Tank 10 

71C Tank 12 

71D Tank 14 

71E Tank 15 

71F Tank 16 

71G Tank 17 

79 79 Industrial Starch Loadout Industrial Starch 

85 85 #10 Starch Bin Industrial Starch 

90 90 Starch Ring Flash Dryer Industrial Starch 

91 91 #11 Starch Storage Bin Industrial Starch 

92 92 #12 Starch Storage Bin Industrial Starch 

93 93 #13 Starch Storage Bin Industrial Starch 

94 94 #18 Starch Storage Bin Industrial Starch 

95 95 Starch Surge Bin Industrial Starch 

100 100 Gas Boiler Utilities 

101 101 #2 Gas Boiler Utilities 

102 102 #14 Starch Storage Bin Industrial Starch 

103 103 #15 Starch Storage Bin Industrial Starch 

104 104 #16 Starch Storage Bin Industrial Starch 

105 105 Starch Storage Bin Industrial Starch 

109 109 Gluten Filter Vent Process 

113 
113 Germ Dryer Section 5 

Process 
113B Germ Dryer Burner 

115 115 Loadout Dust Collector Specialty Starch 

116 
116A Starch Dryer 

Specialty Starch 
116B Starch Dryer Burner 

118 118 Salt Storage Bin Vent Specialty Starch 

119 119 #19 Starch Bulk Storage Specialty Starch 

120 120 #20 Starch Storage Bin Specialty Starch 

121 121 #21 Starch Storage Bin Specialty Starch 

124 124 Packer Hopper Vent Specialty Starch 

130 130 Corn Silos 1-4 Process 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description Process Group 

149 149 Starch Bulk Bagger Food Starch 

153 153 Sodium Sulfate Receiving Specialty Starch 

155 155 Industrial Grade Packer / Blower Industrial Starch 

160 

160A PO Storage Tank 

Specialty Starch 

160C Reactor #131 

160D Reactor #132 

160E Reactor #134 

160F Reactor #135 

160H Stripper #2 

161 

161A POCl3 Storage Tank 

Specialty Starch 

161B Sulfuric Acid Storage Tank 

161C Deactivation Tank 

161D Modification Tank #101 

161E Modification Tank #102 

161F Modification Tank #103 

161G Modification Tank #104 

161H nOSA Tank 

161I Modification Tank #105 

162 
162A Flash Dryer #6 

Specialty Starch 
162B Flash Dryer #6 Burner 

164 164 Storage Bin #104 Specialty Starch 

165 165 Storage Bin #105 Specialty Starch 

166 166 Storage Bin #106 Specialty Starch 

167 167 Specialty Starch Storage Bin #107 Specialty Starch 

169 169 Specialty Starch Storage Bin #109 Specialty Starch 

170 170 Specialty Starch Warehouse Receiver Specialty Starch 

171 171 Specialty Starch Mix Bin 1 Specialty Starch 

173 

173A Starch Packer  

Specialty Starch 173B Super Sacker 

173C Cleanup Vacuum 

174 174 Grinder Discharge Receiver Specialty Starch 

175 175 Warehouse Vacuum Receiver Specialty Starch 

176 
176A Waxy Corn Silo #1 

Process 
176B Waxy Corn Silo #2 

210 210 Emergency Generator Utilities 

230 230 Cracked Corn Conveying Process 

240 240 Starch Re-Slurry System Specialty Starch 

245 245 East Gluten Storage Bin Process 

246 246 Dried Gluten Receiver Process 

247 247 Wet Bran Conveyor Process 

248 248 Slurry Tank #6 Specialty Starch 

249 249 East Gluten Filter Vacuum Pump Process 

250 250 Middle Gluten Filter Vacuum Pump Process 

251 251 West Gluten Filter Vacuum Pump Process 

252 252 Starch Slurry Tank #7 Specialty Starch 

254 254 Slurry Tank #5 Specialty Starch 

255 
255A Rail Germ Loadout 

Process 
255B Germ Conveying 

256 256 Precoat Bin Refinery 

258 258 500 kW Back-up Generator Utilities 

260 260 East Dilute Phase Pot Specialty Starch 

262 262 West Dilute Phase Pot Specialty Starch 

263 263 Elevator Tunnel Vacuum Filter Process 
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Emission 

Point 

Number 

Emission 

Unit 

Number 

Emission Unit Description Process Group 

300 300 C* Film Starch Receiving Filter / Starch Hopper Industrial Starch 

320 320 Dryer Industrial Starch 

330 330 Modified Starch Receiving Filter Industrial Starch 

340 340 Sifter Industrial Starch 

350 350 C* Film Final Product Hopper Industrial Starch 

360 360 Product Receiving Filter Industrial Starch 

370 370 C* Film Loadout Surge Hopper Industrial Starch 

380 380 C* Cooling Tower Industrial Starch 

390 390 Food Starch Sifter Food Starch 

410 

20A Germ Dryer Burner 

Process 

20B Gluten Steam Tube Dryer 

20C Germ Dryer Sections 1-4 

20D Waste Gas Steepwater Evaporator 

113 Germ Dryer Section 5 

113B Germ Dryer Burner 

410 RTO Burner 

450 450 #8 Starch Slurry Tank Food Starch 

452 452 Starch Centrifuge Industrial Starch 

516 516 Refinery Loadout Boiler Utilities 

 

Insignificant Activities Equipment List  

 

Insignificant Emission Unit ID  Insignificant Emission Unit Description 

EU-451 Heavy Steepwater Tank (LCPH ATI 7111 / PTO 6841) 

IU-10 Aspiration of Sewer Pit 

IU-35 Vacuum Filter Pumps 

IU-69 Cracked Corn Conveying 

IU-148 93% Sulfuric Acid Tank 

IU-501 500 Gallon Gas Tank 

IU-502 500 Gallon Diesel Tank 

IU-513 Mod House Sewer Vent 

IU-514 Sewage Drum Vacuum Pump 

IU-515 Germ Wash Water Tank 

IU-516 Light Steepwater Tank A 

IU-517 Light Steepwater Tank B 

IU-518 3rd Stage Fiber Wash Tank 

IU-519 6th Stage Fiber Wash Tank 

IU-520 Emergency Flush Water Tank 

IU-521 DefoamingTank 

IU-522 Gluten Mill Water Tank 

IU-523 Gluten Thickener Feed Tank (East) 

IU-524 Dorrclone Feed Tank 

IU-525 Dorrclone Wash Water Tank 

IU-526 DCWW 93% Sulfuric Acid Tank 

IU-527 SBS Mill Storage Tank 

IU-528 Gluten Filtrate Spray Wash Tank 

IU-529 Blue Tank 

IU-530 Mixsteep Tank 

IU-531 Neutralizer Tank 

IU-532 Hydrolyzate Tank 

IU-533 Liquid Holding Tank 
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Insignificant Emission Unit ID  Insignificant Emission Unit Description 

IU-534 Mud Tank 

IU-535 Sweet H2O Tank 

IU-536 Used Carbon Tank 

IU-537 Used Carbon Tank 

IU-538 Candle Filter Precoat 

IU-539 Evap Feed Tank 

IU-540 South Hot Well 

IU-541 SBS Tank Refinery 

IU-542 North Hot Well 

IU-543 Quab 69% Storage Tank 

IU-544 SBS Tank Starch 

IU-545 Temp Chemical Storage 

IU-546 #3 Flash Dryer Filtrate Tank 

IU-547 #3 Flash Dryer Head Tank 

IU-548 #4 Dryer Merco U/F Tank 

IU-549 #4 Dryer Head Tank 

IU-550 #4 Dryer Filtrate Tank 

IU-551 Press Wash Water Tank 

IU-552 #4 Flash Dryer CIP Tank 

IU-553 Spec Starch Reclaim Tank 

IU-554 Liquefaction Deactivation Tank 

IU-555 Liquefaction pH Adjustment Tank 

IU-556 Neutralization Tank ï Specialty 

IU-557 Press Starch Head Tank 

IU-558 Wash Merco Overflow Tank 

IU-559 Wash Merco Feed Tank 
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II.  Plant -Wide Conditions   
 
Facility Name: Cargill, Incorporated  

Permit Number:  07-TV-006-R2 

 

Permit conditions are established in accord with 567 Iowa Administrative Code rule 22.108 

 
 

Permit Duration  

 
The term of this permit is:  Five years 

Commencing on:  June 19, 2019 

Ending on:  June 18, 2024 

 

Amendments, modifications and reopenings of the permit shall be obtained in accordance with 567 Iowa 

Administrative Code rules 22.110 - 22.114.  Permits may be suspended, terminated, or revoked as specified in 567 

Iowa Administrative Code Rules 22.115. 

 
 

Emission Limits 
Unless specified otherwise in the Source Specific Conditions, the following limitations and supporting regulations 

apply to all emission points at this plant: 
 

Opacity (visible emissions):   20% opacity  

Authority for Requirement:   LCO Sec. 10-60(a)  

 

SO2:  500 parts per million by volume 

Authority for Requirement:   567 IAC 23.3(3)"e" 

    LCO Sec. 10-65(a)(2) 

 

Particulate Matter:   

No person shall cause or allow the emission of particulate matter from any source in excess of the emission 

standards specified in this chapter, except as provided in 567 ï Chapter 24.  For sources constructed, modified or 

reconstructed on or after July 21, 1999, the emission of particulate matter from any process shall not exceed an 

emission standard of 0.1 grain per dry standard cubic foot of exhaust gas, except as provided in 567 ï 21.2(455B), 

23.1(455B), 23.4(455B) and 567 ï Chapter 24.  

For sources constructed, modified or reconstructed prior to July 21, 1999, the emission of particulate matter from 

any process shall not exceed the amount determined from Table I, or amount specified in a permit if based on an 

emission standard of 0.1 grain per standard cubic foot of exhaust gas or established from standards provided in 

23.1(455B) and 23.4(455B). 

Authority for Requirement: 567 IAC 23.3(2)"a"  

 

Particulate Matter:  No person shall permit, cause, suffer or allow the emission of particulate matter into the 

atmosphere in any one hour from any emission point from any process equipment at a rate in excess of that specified 

in Table I for the process weight rate allocated to such emission point.  The emission standards in LCO Sec. 10-

62(a)(1) shall apply and those specified in LCO Sec.'s 10-61, 10-62 and Table I shall not apply to each process of 

the types listed in those sections, with the following exception:  whenever the compliance status, history of 

operations, ambient air quality in the vicinity, or the type of control equipment utilized, would warrant maximum 

control, the Air Pollution Control Officer may enforce 0.1 grain per standard cubic foot of exhaust gas, or Table I of 

this section, whichever would result in the lowest allowable emission rate. 

Authority for Requirement: LCO Sec. 10-62(a)  
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Fugitive Dust:  Attainment and Unclassified Areas - A person shall take reasonable precautions to prevent 

particulate matter from becoming airborne in quantities sufficient to cause a nuisance as defined in Iowa Code 

section 657.1 when the person allows, causes or permits any materials to be handled, transported or stored or a 

building, its appurtenances or a construction haul road to be used, constructed, altered, repaired or demolished, with 

the exception of farming operations or dust generated by ordinary travel on unpaved roads. Ordinary travel includes 

routine traffic and road maintenance activities such as scarifying, compacting, transporting road maintenance 

surfacing material, and scraping of the unpaved public road surface. (the preceding sentence is State Only) All 

persons, with the above exceptions, shall take reasonable precautions to prevent the discharge of visible emissions of 

fugitive dusts beyond the lot line of the property on which the emissions originate. The public highway authority 

shall be responsible for taking corrective action in those cases where said authority has received complaints of or has 

actual knowledge of dust conditions which require abatement pursuant to this subrule. Reasonable precautions may 

include, but not be limited to, the following procedures. 
1. Use, where practical, of water or chemicals for control of dusts in the demolition of existing buildings or 

structures, construction operations, the grading of roads or the clearing of land. 

2. Application of suitable materials, such as but not limited to asphalt, oil, water or chemicals on unpaved 

roads, material stockpiles, race tracks and other surfaces which can give rise to airborne dusts. 

3. Installation and use of containment or control equipment, to enclose or otherwise limit the emissions 

resulting from the handling and transfer of dusty materials, such as but not limited to grain, fertilizers or 

limestone. 

4. Covering at all times when in motion, open-bodied vehicles transporting materials likely to give rise to 

airborne dusts. 

5. Prompt removal of earth or other material from paved streets or to which earth or other material has been 

transported by trucking or earth-moving equipment, erosion by water or other means. 

6. Reducing the speed of vehicles traveling over on-property surfaces as necessary to minimize the generation 

of airborne dusts. 

Authority for Requirement:   567 IAC 23.3(2)"c" 

    LCO Sec. 10-66  

 
Regulatory Authority  
 

This facility is located in Linn County, Iowa.  Linn County Public Health Department, under agreement with the 

Iowa Department of Natural Resources (DNR), is the primary regulatory agency in Linn County.  This Title V 

permit is issued by the Iowa Department of Natural Resources, however, required contacts and information 

submittals referred to in this permit as required by "the Department" should continue to be directed to the Linn 

County Public Health Department office.  This will include such items as stack test notification, stack test results 

submittal, oral and written excess emission reports, and reports and records required in the Linn County construction 

permits.  Information specifically required by the Title V permit such as the annual EIQ and fees, annual compliance 

certification, semi-annual monitoring report and any Title V forms submitted for updates, modifications, renewals, 

etc. must be submitted to the Iowa DNR.   

 

Authority for Requirement:  567 IAC 22.108 
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III.  Emission Point-Specific Conditions  

 
Facility Name:  Cargill, Incorporated  

Permit Number:  07-TV-006-R2 

 

Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  1 

 
Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

1 
1 

#3 Starch Flash Dryer 

Non-oxidized 

Starch 
15 tph 

CE-1 Wet Scrubber 

1A Oxidized Starch 15 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

1 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6922 / PTO 6802-R1 

PM 
0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

0.005 gr/dscf  

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec.10-65(a)(2) 

2 ppmv  

VOC 
10 ppm1 

1.46 lb/ton2  

THAP 
2.5 ppm1 

1.15 lb/ton2  

1 This limit applies to non-oxidized starch production. 
2 This limit applies to oxidized starch production. 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-1 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-1. 

B. The recycled liquor flow rate in CE-1 shall be maintained at a minimum of 150 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the averaged recycled liquor 

flow rate falls below 150 gallons per minute. 
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C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

E. For purposes of staying a synthetic minor project (LCPH Project 2302) for Prevention of Significant 

Deterioration (PSD), the owner or operator shall demonstrate the significance of any emission increases as 

described below for a period of ten (10) years from the startup of the project pursuant to 567 IAC 33.3(18)"f".   

i.Record the startup date of the sources following the modification or installation of sources associated 

with project 2302.  This date signifies the beginning of the ten (10) year monitoring and 

recordkeeping period.  The baseline actual emissions for the project are equal to the following 

(tons/year): 

PM PM10 PM2.5 SO2 NOx CO VOC 

39.45 35.87 9.66 240.30 139.44 29.69 224.38 

The baseline actual emissions shall remain unchanged throughout the ten (10) year period. 

ii.The owner or operator shall record the actual emissions for the project on a monthly and calendar year 

basis.  Actual emissions minus the baseline actual emissions from the project shall not exceed the 

following PSD significant levels (tons/year) per calendar year:  

PM PM10 PM2.5 SO2 NOx CO VOC 

24.4 14.4 9.4 39.4 39.4 99.4 39.4 

This written record shall be retained for a period of ten (10) years after the project is completed.  If 

these limits are exceeded, the owner or operator shall submit a report pursuant to 567 IAC 33.3(18)"f"(7), 

see Condition 5G. 

F. The owner or operator is allowed to exclude those emissions following this change that could have been 

accommodated during the consecutive 24-month period used to establish Baseline Actual Emissions and are 

unrelated to this project (i.e., increased utilization due to demand growth).  The owner or operator shall be 

required to include a justification for any emissions excluded due to demand growth. 

G. The owner or operator shall submit a report to the Department if the annual emissions, in tons per year, from the 

project identified in 567 IAC 33.3(18)"f"(1), exceed the baseline actual emissions, as documented and 

maintained pursuant to subparagraph (4), by an amount that is "significant" as defined in subrule 33.3(1) for that 

regulated NSR pollutant, and if such emissions differ from the preconstruction projection as documented and 

maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days 

after the end of such year. The report shall contain the following:  

i. The name, address and telephone number of the major stationary source;  

ii.  The annual emissions as calculated pursuant to subparagraph (4) of this section; and  

iii.  Any other information that the owner or operator wishes to include in the report (e.g., an explanation 

as to why the emissions differ from the preconstruction projection).  

Authority for Requirement:  LCPH ATI 6922 / PTO 6802-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

1 60 V 47 106 69,731 LCPH ATI 6922 / PTO 6802-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Stack Testing 

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes     No  

Facility Maintained Operation & Maintenance Plan Required?   Yes     No  

Compliance Assurance Monitoring (CAM) Plan Required? Yes     No   

 

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  5 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

5 5 Soda Ash Storage Bin Soda Ash 24 tph CE-5 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

5 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4879 / PTO 4872-R2 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM10 0.01 gr/dscf  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-05 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-05. 

B. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement:  LCPH ATI 4879 / PTO 4872-R2 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

5 56 H 4 x 5 70 1,120 LCPH ATI 4879 / PTO 4872-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes (1)  No  
(1) Refer to Appendix C, Facility O&M Plans, for the applicable requirements. 

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 4 (Food Starch) and Process Group 5 (Industrial Starch)

 
Emission Point ID Number:  6, 8, 9 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

6 6 #5 Starch Bulk Storage Bin Cornstarch 12.5 tph  CE-6 Baghouse 

8 8 #7 Starch Bulk Storage Bin Cornstarch 12.5 tph  CE-8 Baghouse 

9 9 C* Starch Bin #8 Cornstarch 7 tph CE-9 Bin Vent 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

6 

8 

9 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4460 / PTO 4476-R3 

LCPH ATI 4461 / PTO 4477-R3 

LCPH ATI 5460 / PTO 5441-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.15 lb/hr 

 VOC 0.24 lb/hr; 1.07 tpy 

THAP 0.06 lb/hr 

   
Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirement listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-6 (CE-8, CE-9) shall be maintained according to manufacturer's specifications and good operating practices.  

The owner or operator shall maintain records of all maintenance completed on CE-6 (CE-8, CE-9). 

B. The differential pressure across CE-6 (CE-8, CE-9) shall be maintained between 0.02" and 8.0" w.c. when 

material is actively being transferred in or out of the bin.  A differential pressure outside of this range would not 

be considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but not longer than eight (8) hours from observation of the abnormal 

condition.  The owner or operator shall monitor and record the differential pressure across CE-6 (CE-8, CE-9) 

on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement:   LCPH ATI 4460 / PTO 4476-R3; LCPH ATI 4461 / PTO 4477-R3; 

 LCPH ATI 5460 / PTO 5441-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

6 73 V 9 72 1,790 LCPH ATI 4460 / PTO 4476-R3 

8 73 H 9 72 1,790 LCPH ATI 4461 / PTO 4477-R3 

9 65 H 6 x 6 72 1,790 LCPH ATI 5460 / PTO 5441-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring   

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  11 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

11 11 Corn Truck Unload Corn 600 tph CE-11 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

11 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6068 / PTO 5794-R2 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.41 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-11 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-11. 

B. The differential pressure across CE-11 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being processed.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but no longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-11 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. EU-11 shall be limited to 5,840 hours of operation based on a rolling 12-month total.  The owner or operator 

shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

Authority for Requirement: LCPH ATI 6068 / PTO 5794-R2 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

11 49.5 V 24 68 10,224 LCPH ATI 6068 / PTO 5794-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  12 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

12 12 Gluten Sizing System Gluten 9.375 tph CE-12 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

12 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 7124 / PTO 6897 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.39 lb/hr 

 VOC 0.61 lb/hr; 2.66 tpy 

THAP 0.15 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-12 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-12. 

B. The differential pressure across CE-12 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but not longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-12 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 7124 / PTO 6897 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

12 72 V 16 70 4,425 LCPH ATI 7124 / PTO 6897 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  13 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

13 
13A 

Truck Gluten / Germ 

Loadout 
Gluten, Germ 135 tph 

CE-13 Baghouse 

13B Rail Gluten Loadout Gluten 135 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

13 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 5674 / PTO 5681-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 3.25 lb/hr 

 VOC 5.80 lb/hr; 25.39 tpy 

THAP 1.45 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-13 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-13. 

B. The differential pressure across CE-13 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but not longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-13 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. EU-13 shall be limited to 5,840 hours of operation based on a rolling 12-month total.  The owner or operator 

shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

Authority for Requirement: LCPH ATI 5674 / PTO 5681-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority  for Requirement 

13 54 V 20 70 43,239 LCPH ATI 5674 / PTO 5681-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Stack Testing 

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes (1) No   
(1)Refer to Appendix B, CAM Plans Summary, for the applicable requirements. 

 

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  14 
 

Associated Equipment 

EP EU EU Description Raw Material  Rated Capacity CE ID CE Description 

14 
14A Gluten Scale (Garner Scale) 

Gluten 
135 tph 

CE-14 Baghouse 
13B Gluten Conveying 135 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

14 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6950 / PTO 6756-R1 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.20 lb/hr 

 VOC 0.61 lb/hr; 2.66 tpy 

THAP 0.15 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-14 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-14. 

B. The differential pressure across CE-14 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but not longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-14 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. EU-14 shall be limited to 5,840 hours of operation based on a rolling 12-month total.  The owner or operator 

shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

Authority for Requirement: LCPH ATI 6950 / PTO 6756-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

14 30 V 12 70 4,441 LCPH ATI 6950 / PTO 6756-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Mainten ance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  15, 16, 17 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

15 15 East Germ Bin Germ 7.5 tph CE-15 Baghouse 

16 16 West Germ Bin Germ 7.5 tph CE-16 Baghouse 

17 17 West Gluten Bin Gluten 7.5 tph CE-17 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

15 

16 

17 

Opacity 20% LCO Sec.10-60(a)  LCPH ATI 5512 / PTO 5560-R3 

LCPH ATI 5513 / PTO 5561-R3 

LCPH ATI 5514 / PTO 5562-R3 
PM 0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

15 

16 

PM/PM10 0.09 lb/hr 

 

LCPH ATI 5512 / PTO 5560-R3 

LCPH ATI 5513 / PTO 5561-R3 
VOC 0.14 lb/hr; 0.61 tpy 

THAP 0.03 lb/hr 

17 

PM/PM10 0.10 lb/hr 

LCPH ATI 5514 / PTO 5562-R3 VOC 0.16 lb/hr; 0.68 tpy 

THAP 0.04 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-15 (CE-16, CE-17) may be shut down while discharging product from the bin while at the same time 

not actively filling the bin as long as no visible emissions are observed during this process to ensure 

product quality. 

B. CE-15 (CE-16, CE-17) shall be maintained according to manufacturer's specifications and good operating 

practices.  The owner or operator shall maintain records of all maintenance completed on CE-15 (CE-16, 

CE-17). 

C. The differential pressure across CE-15 (CE-16, CE-17) shall be maintained between 0.02" and 8.0" w.c. 

when material is actively being transferred in or out of the bin.  A differential pressure outside of this range 

would not be considered a deviation if visible emissions are not present when the indicator is out of range 

and corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation 

of the abnormal condition.  This operating limit does not include periods of startup, shutdown, or cleaning 

of the control equipment.  The owner or operator shall monitor and record the differential pressure across 

CE-15 (CE-16, CE-17) on a weekly basis. 

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement: LCPH ATI 5512 / PTO 5560-R3; LCPH ATI 5513 / PTO 5561-R3; 

 LCPH ATI 5514 / PTO 5562-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

15 73 V 6 78 1,027 LCPH ATI 5512 / PTO 5560-R3 

16 73 V 6 78 1,027 LCPH ATI 5513 / PTO 5561-R3 

17 72 V 6 82 1,163 LCPH ATI 5514 / PTO 5562-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  20 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

20 

20A Germ Dryer Burner Natural Gas 0.04 mmcf/hr 
CE-20 

CE-20A 

CE-20B 

CE-20C 

Wet Scrubber 

Cyclone 

Cyclone 

Cyclone 

20B Gluten Steam Tube Dryer Gluten 9.38 tph 

20C Germ Dryer Sections 1-4 Germ 12.5 tph  

20D 
Waste Gas Steepwater 

Evaporator 
Steepwater 4,583.33 bu/hr 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits (During RTO (CE-410) bypass) 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

20 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 7213 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

4.67 lb/hr 

 VOC 24.79 lb/hr 

THAP 5.06 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. The control equipment shall be maintained according to the manufacturerôs specifications and good 

operating practices.  The owner or operator shall maintain records of all maintenance completed on the 

control equipment (CE-20, CE-20A, CE-20B, and CE-20C). 

B. The recycled liquor flow rate in CE-20 shall be maintained at a minimum of 348 gallons per minute based 

on a rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor 

flow rate and record all rolling 3-hour averaging periods (during actual operations) when the average 

recycled liquor flow rate falls below 348 gallons per minute. 

C. The pH of CE-20 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  

The owner or operator shall continuously monitor the pH of CE-20 liquor and record all rolling 3-hour 

averaging periods (during actual operations) when the average pH falls below 7.0. 

D. The owner or operator may bypass the RTO (CE-410) and exhaust through EP-20 for the purpose of off-

line regeneration a maximum of 50 hours per calendar year with no individual off-line regeneration period 

exceeding 12 hours.  The owner or operator shall record the dates and times the RTO (CE-410) is bypassed, 

and update the total bypass hours per calendar year.    

E. The control equipment (CE-20, 20A, 20B, and 20C) on EUs-20A-20D and 20F shall be operational at all 

times the process equipment is online. 

Authority for Requirement: LCPH ATI 7213  
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

20 59.6 V 32 170 31,000 LCPH ATI 7213 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)  
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Process Group 3 (Process) 

 
Emission Point ID Number:  23 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

23 
20A Germ Dryer Burner Natural Gas 0.04 mmcf/hr 

CE-20C Cyclone 
20C Germ Dryer Sections 1-4 Germ 12.5 tph  

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits (During RTO (CE-410) bypass) 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

23 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 7064 / PTO 6799 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

4.67 lb/hr 
 

VOC 24.79 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. The control equipment (CE-20C) on Germ Dryer Sections 1-4 (EU-20C) shall be operational at all times 

the process equipment is on line. 

B. The control equipment (cyclone, CE-20C) on the Germ Dryer Sections 1-4 (EU-20C) shall be maintained 

according to the manufacturerôs specifications and good operating practices.  The owner or operator shall 

maintain records of all maintenance completed on the control equipment. 

C. The purging of the Germ Dryer Sections 1-4 (EU-20C) during startup through EP-23 is limited to 100 

hours per 12-month rolling period.  Material shall not be fed into the dryer during the purging process.  The 

owner or operator shall record the dates and times the Germ Dryer Sections 1-4 (EU-20C) is purged during 

startup, and update the total startup purge hours per month and twelve-month rolling period. 

Authority for Requirement:  LCPH ATI 7064 / PTO 6799 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

23 59.6 V 32 159 20,740 LCPH ATI 7064 / PTO 6799 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 
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values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes  No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 4 (Food Starch) 

 
Emission Point ID Number:  27 
 

Associated Equipment 

EP EU EU Description Raw Material  Rated Capacity CE ID CE Description 

27 27 #3 Starch Bulk Storage Bin Cornstarch 12.5 tph CE-27 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

27 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4558 / PTO 4618-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.08 lb/hr 
 VOC 0.14 lb/hr 

THAP 0.03 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirement listed below. 

      

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-27 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-27. 

B. The differential pressure across CE-27 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred in or out of the bin.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-27 on a 

weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement: LCPH ATI 4558 / PTO 4618-R4   
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for  Requirement 

27 74 V 9 72 1,000 LCPH ATI 4558 / PTO 4618-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 2 (Refinery)

 
Emission Point ID Number:  32 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

32 
32A Carbon Furnace Carbon 0.75 tph CE-32A 

 CE-32B 

Afterburner 

Wet Scrubber 32B Carbon Furnace Burner Natural Gas 0.03 MMCF/hr 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

32 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4325 / PTO 4311-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 1.44 lb/hr  

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

1.0 lb/hr 

 

NOx 3.28 lb/hr 

VOC 
1.00 lb/hr;  

95% DE or Ò 10 ppm  

CO 90% DE or Ò 100 ppm 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-32 shall be maintained according to the manufacturerôs specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-32. 

B. The recycled liquor flow rate in CE-32 shall be maintained at a minimum of 248 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 248 gallons per minute. 

C. The pH of CE-32 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  The 

owner or operator shall continuously monitor the pH of CE-32 liquor and record all rolling 3-hour averaging 

periods (during actual operations) when the average pH falls below 7.0.   

D. The zero hearth furnace temperature shall be operated at a minimum temperature Ó 1484 ÁF.  Monitor the zero 
hearth furnace temperature continuously. 

E. To determine compliance with the 3-hour average pursuant to Appendices H and K of the Consent Decree 05-

CV-02037 the 3-hour average is broken into 8 averaging periods: 12 am to 3 am, 3 am to 6 am, 6 am to 9 am, 9 

am to 12 pm, 12 pm to 3 pm, 3 pm to 6 pm, 6 pm to 9 pm, and 9 pm to 12 am. 

F. Fuel use in the emission unit shall be limited to natural gas only.  Maintain records which indicate natural gas is 

the only fuel used for combustion. 
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G. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement:  LCPH ATI 4325 / PTO 4311-R4 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

32 104 V 18 224 2,800 LCPH ATI 4325 / PTO 4311-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes    No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes    No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes  No   

 

Authority for Requirement:  567 IAC 22.108(3) 



AJD 39 07-TV-006R2, 6/19/19 

Process Group 2 (Refinery) 

 
Emission Point ID Number:  33 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

33 

33A HCl Tank A 

HCl 

1,123 gallons 

CE-33 Packed Bed Scrubber 

33B HCl Tank B 1,123 gallons 

33C Acid Storage Tank 19,500 gallons 

33D Acid Head Tank 470 gallons 

33E Acidification Tank 375 gallons 

33F Converter Feed Tank 2,880 gallons 

33G Carbon Column Feed Tank 2,800 gallons 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

33 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6378 / PTO 6116-R5 

PM 0.1 gr/dscf 
567 IAC 23.3(2)"a"(2) 

LCO Sec. 10-62(a)(1) 

PM/PM10 0.24 lb/hr 
 VOC 0.41 lb/hr; 1.80 tpy 

THAP 0.54 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-33 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-33. 

B. The pH of CE-33 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.1 

The owner or operator shall continuously monitor the pH of CE-33 liquor and record all rolling 3-hour 

averaging periods (during actual operations) when the average pH falls below 7.0.   

C. The recycled liquor flow rate in CE-33 shall be maintained at a minimum of 62 gallons per minute based on 

a rolling 3-hour average basis.2 The owner or operator shall continuously monitor the recycled liquor flow 

rate and record all rolling 3-hour averaging periods (during actual operations) when the average recycled 

liquor flow rate falls below 62 gallons per minute. 

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

 
1 The owner or operator may reduce the pH for maintenance of the dP transmitter and scrubber flow meter with the fan on 

for a period of up to an hour each month.  Maintain a record of each event. 
2 The owner or operator may have up to a 6-minute period where the recirculation water is less than 62 gallons per minute 

while unloading HCL.  Maintain a record of each event.   

Authority for Requirement:  LCPH ATI 6378 / PTO 6116-R5 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

33 46 V 24 72 1,482 LCPH ATI 6378 / PTO 6116-R5 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  37 
 

Associated Equipment 

EP EU EU Description 
Raw 

Material  

Rated 

Capacity 
CE ID CE Description 

37 37 Corn Cleaning & Convey Aspiration Corn 10,000 bu/hr CE-37 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

37 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6877 / PTO 6626-R1 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 2.14 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-37 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-37. 

B. The differential pressure across CE-37 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being processed.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but no longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-37 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement:  LCPH ATI 6877 / PTO 6626-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

37 104 V 30 x 30 85 15,115 LCPH ATI 6877 / PTO 6626-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes    No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes    No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  40, 41 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

40 

40A Mill Aspiration System 

Corn 110,000 BPD  CE-40  Packed Bed Scrubber  

40B Gluten Tank 

40C Clarifier Feed Tank 

40D Primary Feed Tank 

40F MST Feed Tank 

40G Millwater Tank 

41 41 
Steephouse Aspiration 

System 
Corn 110,000 BPD CE-41 Wet Scrubber 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement  

40 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

LCPH ATI 7021 / PTO 6800-R1 0.75 lb/hr 

 VOC 8.25 lb/hr; 36.14 tpy 

THAP 0.26 lb/hr 

41 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

LCPH ATI 6034 / PTO 5761-R2 

PM/PM10 1.07 lb/hr  

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

2.35 lb/hr 

 
VOC 9.79 lb/hr 

SHAP 0.25 lb/hr 

THAP 0.40 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping (EP 40) 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-40 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-40. 

B. The recycled liquor flow rate in CE-40 shall be maintained at a minimum of 30 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 30 gallons per minute. 

C. The pH of CE-40 liquor shall be maintained at a minimum of 6.9 based on a rolling 3-hour average basis.  The 

owner or operator shall continuously monitor the pH of CE-40 liquor and record all rolling 3-hour averaging 

periods (during actual operations) when the average pH falls below 6.9.   

Authority for Requirement:  LCPH ATI 7021 / PTO 6800-R1 
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Operating Requirements with Associated Monitoring and Recordkeeping (EP 41) 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-41 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-41. 

B. The pH of CE-41 liquor shall be maintained at a minimum of 6.9 based on a rolling 3-hour average basis.  The 

owner or operator shall continuously monitor the pH of CE-41 liquor and record all rolling 3-hour averaging 

periods (during actual operations) when the average pH falls below 6.9.   

C. The recycled liquor flow rate in CE-41 shall be maintained at a minimum of 190 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 190 gallons per minute. 

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

E. The facility shall be limited to an average grind rate of 110,000 bushels/day based on a 12-month rolling period.  

The owner or operator shall monitor and record the grind rate and hours of operation on a daily basis.  This data 

will be used to calculate the monthly average production rate, which must be further reduced to a 12-month 

rolling average to demonstrate compliance. 

Authority for Requirement:  LCPH ATI 6034 / PTO 5761-R2 

 

Emission Point Characteristics 

The emission point shall conform to the specifications listed below. 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement 

40 39 H 30 x 36 94 7,825 LCPH ATI 7021 / PTO 6800-R1 

41 71 V 48 94 25,358 LCPH ATI 6034 / PTO 5761-R2 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  (EP 41 only) 

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Stack Testing (EP 40 only) 

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes      No  

Facility Maintained Operation & Maintenance Plan Required?   Yes      No  

Compliance Assurance Monitoring (CAM) Plan Required? Yes (1)  No  
(1) CAM Plan required for both EP 40 and EP 41.  Refer to Appendix B, CAM Plans Summary, for the applicable 

requirements. 

 
Authority for Requirement:  567 IAC 22.108(3) 



AJD 45 07-TV-006R2, 6/19/19 

Process Group 4 (Food Starch) 

 
Emission Point ID Number:  43 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

43 43 Vacuum Cleaner Vent Cornstarch 10 tph CE-43 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, %  opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

43 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 5462 / PTO 5443-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.05 lb/hr 
 VOC 0.01 lb/hr; 0.06 tpy 

THAP 0.00 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-43 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-43. 

B. The differential pressure across CE-43 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment. The 

owner or operator shall monitor and record the differential pressure across CE-43 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LCPH ATI 5462 / PTO 5443-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

43 44 V 7 144 550 LCPH ATI 5462 / PTO 5443-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 4 (Food Starch)

 
Emission Point ID Number:  51 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

51 

51A 50 Pound Bagger Starch 5 tph 

CE-51 Baghouse 
51B Industrial Starch Packer Starch 8 tph1 

51C Food Starch Super Sacker Starch 5 tph1 

51D A & B Bins Starch 6 tph 
1 The system is limited to bag either food or industrial starch at one time. 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

51 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6951 / PTO 6730-R1 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.43 lb/hr 
 VOC 0.34 lb/hr; 1.49 tpy 

THAP 0.08 lb/hr 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-51 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-51. 

B. The differential pressure across CE-51 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-51 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LCPH ATI 6951 / PTO 6730-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

51 47 V 24 82 10,173 LCPH ATI 6951 / PTO 6730-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 4 (Food Starch) 

 
Emission Point ID Number: 52 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

52 52 #1 Starch Bulk Storage Starch 12.5 tph CE-52 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

52 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4559 / PTO 4619-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.08 lb/hr 
 VOC 0.34 lb/hr; 0.60 tpy 

THAP 0.03 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirement listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-52 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-52. 

B. The differential pressure across CE-52 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred in or out of the bin.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-52 on a 

weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LCPH ATI 4559 / PTO 4619-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

52 74 V 9 72 1,000 LCPH ATI 4559 / PTO 4619-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 4 (Food Starch) 

 
Emission Point ID Number:  58 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

58 58 Starch Truck Loadout Starch 7.008 tph CE-58 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

58 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6243 / PTO 6040-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.34 lb/hr 
 VOC 0.14 lb/hr; 0.62 tpy 

THAP 0.04 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping   
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-58 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-58. 

B. The differential pressure across CE-58 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-58 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

 Authority for Requirement:  LCPH ATI 6243 / PTO 6040-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

58 58 V 10 70 4,078 LCPH ATI 6243 / PTO 6040-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facilit y Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  61 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

61 

61A Modification Tank 4 Starch Slurry 30,000 gallons 

CE-61 Packed Bed Scrubber 

61B Modification Tank 5 Starch Slurry 30,000 gallons 

61C Modification Tank 6 Starch Slurry 30,000 gallons 

61D Modification Tank 7 Starch Slurry 45,000 gallons 

61E Modification Tank 8 Starch Slurry 45,000 gallons 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

61 SO2 

0.01 lb/hr  

LCPH ATI 6960 / PTO 6731-R1 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec.10-65(a)(2) 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping   

All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-61 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-61. 

B. The pH of CE-61 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  

The owner or operator shall continuously monitor the pH of CE-61 liquor and record all rolling 3-hour 

averaging periods (during actual operations) when the average pH falls below 7.0.   

C. The recycled liquor flow rate in CE-61 shall be maintained at a minimum of 25 gallons per minute based on 

a rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow 

rate and record all rolling 3-hour averaging periods (during actual operations) when the average recycled 

liquor flow rate falls below 25 gallons per minute. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month 

rolling basis.  The owner or operator shall record the amount of oxidized starch produced monthly and 

calculate and record 12-month rolling totals. 

 Authority for Requirement:  LCPH ATI 6960 / PTO 6731-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

61 60 V 10 94 1,176 LCPH ATI 6960 / PTO 6731-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 4 (Food Starch) 

 
Emission Point ID Number:  65 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

65 65 Starch Rail Loadout Starch 18.173 tph CE-65 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

65 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 2139 / PTO 2246-R5 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.4 lb/hr 
 VOC 0.07 lb/hr; 0.30 tpy 

THAP 0.02 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping   
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-65 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-65. 

B. The differential pressure across CE-65 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-65 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LPCH ATI 2139 / PTO 2246-R5 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

65 33 D 8 x 8 73 2,013 LCPH ATI 2139 / PTO 2246-R5 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  68 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

68 68 Cracked Corn Hammermill Corn 7.66 tph CE-68 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

68 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 5881 / PTO 5582-R3 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.06 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-68 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-68. 

B. The differential pressure across CE-68 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-68 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LCPH ATI 5881 / PTO 5582-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

68 31 V 14 x 14 68 1,302 LCPH ATI 5881 / PTO 5582-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes     No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes     No  

Authority for Requirement:  567 IAC 22.108(3)
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  70 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

70 

70A Starch Modification Tank 1 Starch 24 tph 

CE-70 Packed Bed Scrubber 

70B Starch Modification Tank 2 Starch 24 tph 

70C Starch Washer 1 Starch 24 tph 

70D Starch Washer 2 Starch 24 tph 

70E Soda Ash Storage Tank 3 Soda Ash 24 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement  

70 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4380 / PTO 4447-R4 

PM 0.1 gr/dscf 
567 IAC 23.3(2)"a"(2) 

LCO Sec. 10-62(a)(1) 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

0.35 lb/hr  

 

Operational Limits & Requirements 

The owner/operator or this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-70 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-70. 

B. The pH of CE-70 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  The 

owner or operator shall continuously monitor the pH of CE-70 liquor and record all rolling 3-hour averaging 

periods (during actual operations) when the average pH falls below 7.0.   

C. The recycled liquor flow rate in CE-70 shall be maintained at a minimum of 12 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 12 gallons per minute. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

Authority for Requirement:  LCPH ATI 4380 / PTO 4447-R4 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

70 64 V 10 80 1,369 LCPH ATI 4380 / PTO 4447-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  71 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

71 

71A Starch Modification Tank 9 Starch 50,000 Gallons 

CE-71 Packed Bed Scrubber 

71B Starch Modification Tank 10 Starch 50,000 Gallons 
71C Starch Modification Tank 12 Starch 50,000 Gallons 
71D Starch Modification Tank 14 Starch 125,000 Gallons 

71E Starch Modification Tank 15 Starch 125,000 Gallons 

71F Starch Modification Tank 16 Starch 125,000 Gallons 

71G Starch Modification Tank 17 Starch 125,000 Gallons 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

71 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6952 / PTO 6814-R1 

PM 0.1 gr/dscf 
567 IAC 23.3(2)"a"(2) 

LCO Sec. 10-62(a)(1) 

PM/PM10 0.26 lb/hr  

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

0.01 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-71 shall be maintained according to manufacturer's specifications and good operating practices.  The owner 

or operator shall maintain records of all maintenance completed on CE-71. 

B. The pH of CE-71 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  The 

owner or operator shall continuously monitor the pH of CE-71 liquor and record all rolling 3-hour averaging 

periods (during actual operations) when the average pH falls below 7.0.   

C. The recycled liquor flow rate in CE-71 shall be maintained at a minimum of 15 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 15 gallons per minute. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

Authority for Requirement:  LCPH ATI 6952 / PTO 6814-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

71 71 V 16 80 3,592 LCPH ATI 6952 / PTO 6814-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring  Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  79 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

79 79 Industrial Starch Loadout Starch 80 tph CE-79 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

79 

Opacity 
0%1  

DNR PSD 16-A-258-P1 

LCPH ATI 5463 / PTO 5345-R3 

40% 567 IAC 23.3(2)"d" 

PM 0.1 gr/dscf 567 IAC 23.4(7) 

PM/PM10 
0.01 gr/dscf1;  

0.39 lb/hr 1; 1.7 tpy1  

PM/PM10 0.31 lb/hr 

Opacity 20% LCO Sec.10-60(a) 
LCPH ATI 5463 / PTO 5345-R3 

PM 0.1 gr/dscf LCO Sec. 10-62(a)(7) 
1 BACT limits 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. The differential pressure across CE-79 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but no longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-79 on a weekly basis. 

B. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

C. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

D. The owner or operator shall operate, inspect, and maintain the control equipment according to manufacturer's 

specifications.  Maintain a record of all inspections, maintenance activities, and any actions resulting from the 

inspection/maintenance of the control equipment and the monitoring devices. 

Authority for Requirement:  DNR PSD 16-A-258-P1; LCPH ATI 5463 / PTO 5345-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

79 42 V 12 x 12 73 4,607 
LCPH ATI 5463 / PTO 5345-R3 

DNR PSD 16-A-258-P1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

Facility Maintained Operation & Maintenanc e Plan Required?   Yes   No  

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 4 (Industrial  Starch) 

 
Emission Point ID Number:  85 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

85 85 #10 Starch Bulk Storage Bin Starch 5 tph CE-85 Baghouse  

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

85 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 5464 / PTO 5444-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.15 lb/hr 

 VOC 0.24 lb/hr; 1.07 tpy 
THAP 0.06 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping  
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-85 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-85. 

B. The differential pressure across CE-85 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred in or out of the bin.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-85 on a 

weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement:  LCPH ATI 5464 / PTO 5444-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

85 79 H 6 x 6 72 1,791 LCPH ATI 5464 / PTO 5444-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch)

 
Emission Point ID Number:  90 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

90 
90 

Starch Flash Dryer #4 
Non-oxidized Starch 16 tph 

CE-90 Wet Scrubber 
90A Oxidized Starch 16 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

90 

Opacity 
0%1  

DNR PSD 16-A-259-P2 

LCPH ATI 6923 / PTO 6803-R1 

40% 567 IAC 23.3(2)"d" 

PM 0.1 gr/dscf 567 IAC 23.4(7) 

PM/PM10 
0.015 gr/dscf1;  

9.51 lb/hr 1; 41.7 tpy1 

 

PM/PM10 
0.005 gr/dscf;  

9.51 lb/hr 

SO2 
500 ppmv 567 IAC 23.3(3)"e" 

2 ppmv 

 VOC 10 ppm 

THAP 2.5 ppm 

Opacity 20% LCO Sec.10-60(a) 

LCPH ATI 6923 / PTO 6803-R1 PM 0.1 gr/dscf LCO Sec. 10-62(a)(7) 

SO2 500 ppmv LCO Sec. 10-65(a)(2) 
1 BACT limits 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements specified below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. The recycled liquor flow rate in CE-90 shall be maintained at a minimum of 120 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 120 gallons per minute. 

B. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

C. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

D. The owner or operator shall operate, inspect, and maintain the control equipment according to manufacturer's 

specifications.  Maintain a record of all inspections, maintenance activities, and any actions resulting from the 

inspection/maintenance of the control equipment and the monitoring devices. 
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E. For purposes of staying a synthetic minor project (LCPH Project 2302) for Prevention of Significant 

Deterioration (PSD), the owner or operator shall demonstrate the significance of any emission increases as 

described below for a period of ten (10) years from the startup of the project pursuant to 567 IAC 33.3(18)"f".   

i.Record the startup date of the sources following the modification or installation of sources associated 

with project 2302.  This date signifies the beginning of the ten (10) year monitoring and 

recordkeeping period.  The baseline actual emissions for the project are equal to the following 

(tons/year): 

PM PM10 PM2.5 SO2 NOx CO VOC 

39.45 35.87 9.66 240.30 139.44 29.69 224.38 

The baseline actual emissions shall remain unchanged throughout the ten (10) year period. 

ii.The owner or operator shall record the actual emissions for the project on a monthly and calendar year 

basis.  Actual emissions minus the baseline actual emissions from the project shall not exceed the 

following PSD significant levels (tons/year) per calendar year:  

PM PM10 PM2.5 SO2 NOx CO VOC 

24.4 14.4 9.4 39.4 39.4 99.4 39.4 

This written record shall be retained for a period of ten (10) years after the project is completed.  If 

these limits are exceeded, the owner or operator shall submit a report pursuant to 567 IAC 33.3(18)"f"(7), 

see Condition 5G. 

F. The owner or operator is allowed to exclude those emissions following this change that could have been 

accommodated during the consecutive 24-month period used to establish Baseline Actual Emissions and are 

unrelated to this project (i.e., increased utilization due to demand growth).  The owner or operator shall be 

required to include a justification for any emissions excluded due to demand growth. 

G. The owner or operator shall submit a report to the Department if the annual emissions, in tons per year, from the 

project identified in 567 IAC 33.3(18)"f"(1), exceed the baseline actual emissions, as documented and 

maintained pursuant to subparagraph (4), by an amount that is "significant" as defined in subrule 33.3(1) for that 

regulated NSR pollutant, and if such emissions differ from the preconstruction projection as documented and 

maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days 

after the end of such year. The report shall contain the following:  

i. The name, address and telephone number of the major stationary source;  

ii.  The annual emissions as calculated pursuant to subparagraph (4) of this section; and  

iii.  Any other information that the owner or operator wishes to include in the report (e.g., an explanation 

as to why the emissions differ from the preconstruction projection).  

Authority for Requirement:  DNR PSD 16-A-259-P2; LCPH ATI 6923 / PTO 6803-R1 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

90 84 V 87 106 82,396 
LCPH ATI 6923 / PTO 6803-R1 

DNR PSD 16-A-259-P2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Stack Testing  

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes    No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes    No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes (1) No   
(1)Refer to Appendix B, CAM Plans Summary, for the applicable requirements. 

 

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  91, 92, 93 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

91 91 #11 Starch Storage Bin Starch 14 tph CE-91 Baghouse 

92 92 #12 Starch Storage Bin Starch 14 tph CE-92 Baghouse 

93 93 #13 Starch Storage Bin Starch 14 tph CE-93 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement Authority for Requirement  

91 

92 

93 

Opacity 
0%1  DNR PSD 16-A-260-P1 

LCPH ATI 6923 / PTO 6803 

DNR PSD 16-A-261-P1 

LCPH ATI 2447 / PTO 2410-R3 

DNR PSD 16-A-262-P1 

LCPH ATI 2445 / PTO 2408-R3 

40% 567 IAC 23.3(2)"d" 

PM 0.1 gr/dscf 567 IAC 23.4(7) 

PM/PM10 
0.01 gr/dscf1;  

0.13 lb/hr 1; 0.6 tpy1  

Opacity 20% LCO Sec.10-60(a) LCPH ATI 2447 / PTO 2410-R3 

LCPH ATI 2446 / PTO 2409-R3 

LCPH ATI 2445 / PTO 2408-R3 
PM 0.1 gr/dscf LCO Sec. 10-62(a)(7) 

1 BACT limits 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. The differential pressure across CE-91 (CE-92, CE-93) shall be maintained between 0.02" and 8.0" w.c. when 

material is actively being transferred in or out of the bin.  A differential pressure outside of this range would not 

be considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.   The owner or operator shall monitor and record the differential pressure across CE-91 (CE-92, CE-

93) on a weekly basis. 

B. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

C. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  Record the amount of oxidized starch produced monthly and calculate and record 12-month rolling 

totals. 

D. The owner or operator shall operate, inspect, and maintain the control equipment according to manufacturer's 

specifications.  Maintain a record of all inspections, maintenance activities, and any actions resulting from the 

inspection/maintenance of the control equipment and the monitoring devices. 

Authority for Requirement:  DNR PSD 16-A-260-P1; LCPH ATI 2447 / PTO 2410-R3 
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 DNR PSD 16-A-261-P1; LCPH ATI 2446 / PTO 2409-R3 

 DNR PSD 16-A-262-P1; LCPH ATI 2445 / PTO 2408-R3 

 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

91 117 D 10 x 10 80 1,517 
LCPH ATI 2447 / PTO 2410-R3 

DNR PSD 16-A-260-P1 

92 117 D 10 x 10 80 1,849 
LCPH ATI 2446 / PTO 2409-R3 

DNR PSD 16-A-261-P1 

93 117 D 10 x 10 80 1,849 
LCPH ATI 2445 / PTO 2408-R3 

DNR PSD 16-A-262-P1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring   

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facilit y Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number:  94, 95 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

94 94 #18 Industrial Starch Storage Bin Starch 7 tph CE-94 Baghouse 

95 95 Starch Surge Bin Starch 14 tph CE-95 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

94 

95 

Opacity 20% LCO Sec.10-60(a) 
LCPH ATI 5465 / PTO 5445-R4 

LCPH ATI 2475 / PTO 2416-R3 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO 10-62(a)(7) 

94 PM/PM10 0.08 lb/hr 
 

LCPH ATI 5465 / PTO 5445-R4 

95 PM/PM10 0.13 lb/hr LCPH ATI 2475 / PTO 2416-R3 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-94 (CE-95) shall be maintained according to manufacturer's specifications and good operating practices.  

The owner or operator shall maintain records of all maintenance completed on CE-94 (CE-95). 

B. The differential pressure across CE-94 (CE-95) shall be maintained between 0.02" and 8.0" w.c. when material 

is actively being transferred in or out of the bin.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-94 (CE-95) on a 

weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

Authority for Requirement:  LCPH ATI 5465 / PTO 5445-R4; LCPH ATI 2475 / PTO 2416-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

94 123 H 8 x 10 100 900 LCPH ATI 5465 / PTO 5445-R4 

95 48 H 14 81 450 LCPH ATI 2475 / PTO 2416-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 1 (Utilities) 

 
Emission Point ID Number:  100 
 

Associated Equipment 

EP EU EU Description Raw Material  Rated Capacity CE ID CE Description 

100 100 Gas Boiler Natural Gas 224 MMBtu/hr 
CE-100A Low NOx Burner 

CE-100B Flue Gas Recirculation 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

100 

Opacity 20% LCO Sec. 10-60(a) 

LCPH ATI 6774 / PTO 6728 

PM 0.2 lb/MMBtu LCO Sec. 10-61(a)(3) 

PM/PM10 1.66 lb/hr  

SO2 500 ppmv 
567 IAC 23.3(3)"e" 

LCO Sec.10-65(a)(2) 

NOx 

39.4 tpy  

0.2 lb/MMBtu 
LCO Sec. 10-62(b)(55) 

40 CFR §60.44b 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Federal Standards 
A. New Source Performance Standards (NSPS): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

100 

A General Conditions -- 10-62(b) §60.1 ï §60.19 

Db 

Standards of Performance for 

Industrial-Commercial-Institutional 

Steam Generating Units 

Natural 

Gas 
10-62(b)(55) §60.40b ï §60.49b 

 

B. National Emission Standards for Hazardous Air Pollutants (NESHAP): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

100 

A General Conditions -- 10-62(d)(1) §63.1 ï §63.15 

DDDDD 

National Emission Standards for 

Hazardous Air Pollutants for 

Industrial, Commercial, and 

Institutional Boilers and Process 

Heaters 

Natural Gas -- 
§63.7480 ï 

§63.7575 

Authority for Requirement:   LCPH ATI 6774 PTO 6728; 40 CFR Part 60 Subpart Db;  

 40 CFR Part 63 Subpart DDDDD 
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Operating Requirements with Associated Monitoring & Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. The owner or operator shall meet the monitoring requirements of 40 CFR §60.13 [NSPS Subpart A] to 

comply with LCO Sec. 10-62(b). 

B. The owner or operator shall meet the standards of 40 CFR §60.44b [NSPS Subpart Db] to comply with 

LCO Sec. 10-62(b)(55). 

C. The owner or operator shall meet the testing and emission monitoring procedures of 40 CFR §60.46b and 

40 CFR §60.48b [NSPS Subpart Db] to comply with LCO Sec. 10-62(b)(55). 

D. Fuel in this boiler (EU-100) shall be limited to only natural gas. 

E. Recordkeeping for NSPS Subpart Db shall be done in accordance with 40 CFR §60.49b. 

F. Reporting for NSPS Subpart Db shall be done in accordance with 40 CFR §60.49b. 

G. In accordance with 40 CFR §60.49b(h)(2)"i" the owner or operator of any affected facility that is subject to 

the nitrogen oxides standard of §60.44b and that combusts natural gas is required to submit excess emission 

reports for any excess emissions which occurred during the reporting period.  In accordance with 40 CFR 

§60.49b(h)(4)"i" for purposes of §60.48b(g)(1), excess emissions are defined as any calculated 30-day 

rolling average nitrogen oxide emission rate, as determined under §60.46b(e), which exceeds the applicable 

emission limits in §60.44b. 

H. In accordance with 40 CFR §60.49b(i) a quarterly report containing the information recorded under 40 

CFR §60.49b(g) shall be submitted. 

I. The owner or operator shall calculate and record the NOx emissions (tons) on a 12-month rolling total 

basis, updated monthly. 

Authority for Requirement:  LCPH ATI 6774 / PTO 6728 

  

Continuous Emission Monitoring 
The following continuous monitoring requirements apply to this emission point (EP100) and its associated emission 

unit (EU100) and control equipment (CE100A and 100B). 

A. The following monitoring systems are required: 

i. NOx: 

In accordance with 40 CFR 60.48b(b)"1", the owner or operator shall install, calibrate, maintain, and 

operate a CEMS and record the output of the system, for measuring the NOx of emissions discharged 

to the atmosphere. 

The system shall be designed to meet 40 CFR 60, Appendix B, Performance Specification 2 (PS2) 

requirements.  The specifications of 40 CFR Appendix F (Quality Assurance/Quality Control) shall 

apply.   

This monitor shall also be used to demonstrate compliance with the non-NSPS emission standards in 

this permit. 

ii.  O2 or CO2: 

In accordance with 40 CFR 60.48b(b)"1", the owner or operator shall install, calibrate, maintain, and 

operate a CEMS and record the output of the system, for measuring the oxygen (O2) or carbon dioxide 

(CO2) content of the flue gasses at each location where NOx emissions are monitored. 

B. The CEMS required in Condition "Continuous Emission Monitoring" A. for NOx and either O2 or CO2 shall 

be operated and the data recorded during all periods of operation including periods of startup, shutdown, 

malfunction or emergency conditions, except for CEMS breakdowns, repairs, calibration checks, and zero 

and span adjustments. 

C. The following data requirements shall apply to all CEMS for all emission standards in this permit: 

(1) The CEMS required by this permit shall be operated and data recorded during all periods of operation 

of the emission unit except for CEM breakdowns and repairs.  Data is recorded during calibration 

checks, and zero and span adjustments. 

(2) For each hour of missing emission data (NOx), the owner or operator shall follow the guidance of 

applicable rule, regulation, IAC, and/or consent decree. 

D. If requested by the Department, the owner/operator shall coordinate the quarterly cylinder gas audits with 

the Department to afford the Department the opportunity to observe these audits.  The relative accuracy test 

audits shall be coordinated with the Department. 

Authority for Requirement:  LCPH ATI 6774 / PTO 6728 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement 

100 155 V 108 300 65,603 LCPH ATI 6774 / PTO 6728 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Compliance Testing  

CEMS cylinder gas audit (CGA) and relative accuracy test audit (RATA) requirements within 40 CFR Appendix B 

(performance specifications) and Appendix F (Quality Assurance Procedures) satisfy the test requirements.  No 

additional testing is required. 

Authority for Requirement ï 567 IAC 22.108(3) 

 

Continuous Emissions Monitoring 

Pollutant: NOx CO2 

Continuous Emissions Monitor ID: ME-100B ME-100A 

Operational Specifications: 40 CFR 60 40 CFR 60 

Date of Initial System Calibration & 

Quality Assurance: 
November 2016 November 2016 

Ongoing System Calibration/Quality 

Assurance: 
40 CFR 60 40 CFR 60 

Reporting & Recordkeepimg: 40 CFR 60 40 CFR 60 

Authority for Requirement: 

LCPH ATI 6774 / PTO 6728 

567 IAC 23.1(2)"ccc" 

LCO Sec. 10-62(b)(55) 

LCPH ATI 6774 / PTO 6728 

567 IAC 23.1(2)"ccc" 

LCO Sec. 10-62(b)(55) 

 

The owner of this equipment or the owner's authorized agent shall provide written notice to the Director, not less 

than 30 days before a required stack test or performance evaluation of a continuous emission monitor.  Results of 

the test shall be submitted in writing to the Director in the form of a comprehensive report within 6 weeks of the 

completion of the testing.  567 IAC 25.1(7)  

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 1 (Utilities)

 
Emission Point ID Number:  101 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

101 101 #2 Gas Boiler Natural Gas 275 MMBtu/hr 
CE-101A Low NOx Burners  

CE-101B Flue Gas Recirculation 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

101 

Opacity 20% LCO Sec. 10-60(a) 

LCPH ATI 6773 / PTO 6607-R1 

PM 0.24 lb/MMBtu LCO Sec. 10-61(a)(3) 

PM/PM10 1.15 lb/hr  

SO2 500 ppmv 
567 IAC 23.3(3)"e" 

LCO Sec.10-65(a)(2) 

NOx 

0.08 lb/MMBtu;  

96.36 tpy 
 

0.2 lb/MMBtu 
LCO Sec. 10-62(b)(55) 

40 CFR §60.44b 

 

Operational Limits  & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Federal Standards 
A. New Source Performance Standards (NSPS): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

101 

A General Conditions -- 10-62(b) §60.1 ï §60.19 

Db 

Standards of Performance for 

Industrial-Commercial-Institutional 

Steam Generating Units 

Natural 

Gas 
10-62(b)(55) §60.40b ï §60.49b 
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B. National Emission Standards for Hazardous Air Pollutants (NESHAP): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

101 

A General Conditions -- 10-62(d)(1) §63.1 ï §63.15 

DDDDD 

National Emission Standards for 

Hazardous Air Pollutants for 

Industrial, Commercial, and 

Institutional Boilers and Process 

Heaters 

Natural Gas -- 
§63.7480 ï 

§63.7575 

 

Authority for Requirement:  LCPH ATI 6773 / PTO 6607-R1; 40 CFR Part 60 Subpart Db 

 40 CFR Part 63 Subpart DDDDD 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. The owner or operator shall meet the monitoring requirements of 40 CFR §60.13 [NSPS Subpart A] to comply 

with LCO Sec. 10-62(b). 

B. The owner or operator shall meet the standards of 40 CFR §60.44b [NSPS Subpart Db] to comply with LCO 

Sec. 10-62(b)(55). 

C. The owner or operator shall meet the testing and emission monitoring procedures of 40 CFR §60.46b and 40 

CFR §60.48b [NSPS Subpart Db] to comply with LCO Sec. 10-62(b)(55). 

D. Fuel in this boiler (EU-101) shall be limited to only natural gas. 

E. For purposes of staying a synthetic minor project (LCPH Project 1088) for Prevention of Significant 

Deterioration (PSD), the owner or operator shall demonstrate the significance of any emission increases as 

described below for a period of ten (10) years from the startup of the project pursuant to 567 IAC 33.18"f". 

i. Record the startup date of the boiler following the replacement of the economizer.  This date signifies the 

beginning of the ten (10) year monitoring and recordkeeping period.  The baseline actual emissions for 

the project are equal to the following (tons/year):  

PM PM10 SO2 NOx CO VOC 

1.85 1.85 0.15 16.11 20.44 1.34 

The baseline actual emissions shall remain unchanged throughout the ten (10) year period. 

ii.  The owner or operator shall determine the actual emissions for the project on a monthly and calendar 

year basis.  Actual emissions minus the baseline actual emissions from the project shall not exceed the 

following PSD significant levels (tons/year) per calendar year: 

PM PM10 SO2 NOx CO VOC 

24.4 14.4 39.4 39.4 99.4 39.4 

If these limits are exceeded prior to the 10-year period date, the owner or operator shall submit a report 

pursuant to 567 IAC 33.3(18)"f"(7), see Condition L.   

F. Recordkeeping for NSPS Subpart Db shall be done in accordance with 40 CFR §60.49b. 

G. Reporting for NSPS Subpart Db shall be done in accordance with 40 CFR §60.49b. 

H. In accordance with 40 CFR §60.49b(h)(2)"i" the owner or operator of any affected facility that is subject to the 

nitrogen oxides standard of §60.44b and that combusts natural gas is required to submit excess emission reports 

for any excess emissions which occurred during the reporting period.  In accordance with 40 CFR 

§60.49b(h)(4)"i" for purposes of §60.48b(g)(1), excess emissions are defined as any calculated 30-day rolling 

average nitrogen oxide emission rate, as determined under §60.46b(e), which exceeds the applicable emission 

limits in §60.44b. 

I. In accordance with 40 CFR §60.49b(i) a quarterly report containing the information recorded under 40 CFR 

§60.49b(g) shall be submitted. 
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J. The owner or operator shall record each month the value of the actual emissions minus the baseline actual 

emissions from the project.  This written record shall be retained by the owner or operator for a period of ten 

(10) years after the project is completed. 

K. The owner or operator is allowed to exclude those emissions following this change that could have been 

accommodated during the consecutive 24-month period used to establish Baseline Actual Emissions and are 

unrelated to this project (i.e., increased utilization due to demand growth).  The owner or operator shall be 

required to include a justification for any emissions excluded due to demand growth. 

L. The owner or operator shall submit a report to the Department if the annual emissions, in tons per year, from the 

project identified in 567 IAC 33.3(18)"f"(1), exceed the baseline actual emissions (as documented and 

maintained pursuant to subparagraph (1), by a significant amount (as defined in subrule 33.3(1) for that 

regulated NSR pollutant, and if such emissions differ from the preconstruction projection as documented and 

maintained pursuant to subparagraph (4). Such report shall be submitted to the Administrator within 60 days 

after the end of such year. The report shall contain the following:  

i. The name, address and telephone number of the major stationary source;  

ii.  The annual emissions as calculated pursuant to subparagraph (4) of this section; and  

iii.  Any other information that the owner or operator wishes to include in the report (e.g., an explanation 

as to why the emissions differ from the preconstruction projection).  

 Authority for Requirement:  LCPH ATI 6773 / PTO 6607-R1 

  

Continuous Emission Monitoring 
This owner or operator shall comply with the requirements of NSPS Subpart Db by meeting the emission monitoring 

for nitrogen oxides of 40 CFR §60.48b. 

 

In accordance with 40 CFR §60.48b(b)"1" the owner or operator of an affected facility that is subject to a nitrogen 

oxides standard under 60.44b shall install, calibrate, maintain, and operate a continuous monitoring system, and 

record the output of the system, for measuring nitrogen oxide emissions discharged to the atmosphere. 

 

The system shall be designed to meet 40 CFR 60, Appendix B, Performance Specification 2 (PS2) requirements.  

The specifications of 40 CFR Appendix F (Quality Assurance/Quality Control) shall apply. 

Authority for Requirement:  LCPH ATI 6773 / PTO 6607-R1 

  

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

101 27 V 55 360 87,900 LCPH ATI 6773 / PTO 6607-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Compliance Testing  

CEMS cylinder gas audit (CGA) and relative accuracy test audit (RATA) requirements within 40 CFR Appendix B 

(performance specifications) and Appendix F (Quality Assurance Procedures) satisfy the test requirements.  No 

additional testing is required. 

Authority for Requirement ï 567 IAC 22.108(3) 
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Continuous Emissions Monitoring 

Pollutant: NOx CO2 

Continuous Emissions Monitor ID: ME-100B ME-100A 

Operational Specifications: 40 CFR 60 40 CFR 60 
Date of Initial System Calibration & 

Quality Assurance: 
July 2015 July 2015 

Ongoing System Calibration/Quality 

Assurance: 
40 CFR 60 40 CFR 60 

Reporting & Recordkeepimg: 40 CFR 60 40 CFR 60 

Authority for Requirement: 

LCPH ATI 6773 / PTO 6607-R1 

567 IAC 23.1(2)"ccc" 

LCO Sec. 10-62(b)(55) 

LCPH ATI 6773 / PTO 6607-R1 

567 IAC 23.1(2)"ccc" 

LCO Sec. 10-62(b)(55) 

 

 

The owner of this equipment or the owner's authorized agent shall provide written notice to the Director, not less 

than 30 days before a required stack test or performance evaluation of a continuous emission monitor.  Results of 

the test shall be submitted in writing to the Director in the form of a comprehensive report within 6 weeks of the 

completion of the testing.  567 IAC 25.1(7)  

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch) 

 
Emission Point ID Number: 102, 103, 104, 105 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

102 102 #14 Starch Storage Bin Starch 14 tph CE-102 Bag Filter 

103 103 #15 Starch Storage Bin Starch 14 tph CE-103 Bin Vent Filters 

104 104 #16 Starch Storage Bin Starch 14 tph CE-104 Bag Filter 

105 105 #17 Starch Storage Bin Starch 14 tph CE-105 Bag Filter 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

102 

103 

104 

105 

Opacity 20% LCO Sec. 10-60(a) LCPH ATI 2563 / PTO 2559-R3 

LCPH ATI 5466 / PTO 5446-R3 

LCPH ATI 2565 / PTO 2558-R3 

LCPH ATI 2566 / PTO 2556-R3 
PM 0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

102 PM/PM10 0.26 lb/hr 

 

LCPH ATI 2563 / PTO 2559-R3 

103 PM/PM10 0.08 lb/hr LCPH ATI 5466 / PTO 5446-R3 

104 PM/PM10 0.26 lb/hr LCPH ATI 2565 / PTO 2558-R3 

105 PM/PM10 0.26 lb/hr LCPH ATI 2566 / PTO 2556-R3 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping  
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-102 (CE-103, CE-104, CE-105) shall be maintained according to manufacturer's specifications and good 

operating practices.  The owner or operator shall maintain records of all maintenance completed on CE-102. 

B. The differential pressure across CE-102 (CE-103, CE-104, CE-105) shall be maintained between 0.02" and 8.0" 

w.c. when material is actively being transferred in or out of the bin.  A differential pressure outside of this range 

would not be considered a deviation if visible emissions are not present when the indicator is out of range and 

corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation of the 

abnormal condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the 

control equipment.  The owner or operator shall monitor and record the differential pressure across CE-102 

(CE-103, CE-104, CE-105) on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch based on a 12-month rolling 

basis.  The owner or operator shall record the amount of oxidized starch produced monthly and calculate and 

record 12-month rolling totals. 

Authority for Requirement:   LCPH ATI 2563 / PTO 2559-R3; LCPH ATI 5466 / PTO 5446-R3 

 LCPH ATI 2565 / PTO 2558-R3; LCPH ATI 2566 / PTO 2555-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

102 117 D 10 x 10 80 900 LCPH ATI 2563 / PTO 2559-R3 

103 122 H 8 x 10 100 900 LCPH ATI 5466 / PTO 5446-R3 

104 124 D 10 x 10 70 900 LCPH ATI 2565 / PTO 2558-R3 

105 124 H 10 x 10 70 900 LCPH ATI 2566 / PTO 2556-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring   

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  109 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

109 
109A Gluten Filter Aspiration Gluten 110,000 bu/day 

CE-109 Packed Bed Scrubber 
20F Bran Dewatering System Bran 12.5 tph 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

109 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec.10-65(a)(2) 

LCPH ATI 6953 / PTO 6815 0.31 lb/hr 

 VOC 5.12 lb/hr; 22.40 tpy 
THAP 0.15 lb/hr 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-109 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-109. 

B. The pH of CE-109 liquor shall be maintained at a minimum of 7.0 based on a rolling 3-hour average basis.  

The owner or operator shall continuously monitor the pH of CE-109 liquor and record all rolling 3-hour 

averaging periods (during actual operations) when the average pH falls below 7.0. 

C. The recycled liquor flow rate in CE-109 shall be maintained at a minimum of 300 gallons per minute based 

on a rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor 

flow rate and record all rolling 3-hour averaging periods (during actual operations) when the average 

recycled liquor flow rate falls below 300 gallons per minute. 

Authority for Requirement:   LCPH ATI 6953 / PTO 6815 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

109 50 V 28 x 40 77 15,909 LCPH ATI 6953 / PTO 6815 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Stack Testing 

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)
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 Process Group 3 (Process) 

 
Emission Point ID Number:  113 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

113 
113 Germ Dryer Section 5 Germ 12.5 tph 

CE-113 Cyclone 
113B Germ Dryer Burner Natural Gas 0.04 mmcf/hr 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits (During RTO (CE-410) bypass) 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

113 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 7065 / PTO 6801 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

0.34 lb/hr 

 VOC 1.57 lb/hr 

THAP 0.97 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. The control equipment (CE-113) on EU-113 shall be operational at all times the process equipment is on 

line.   

B. The control equipment shall be maintained according to the manufacturerôs specifications and good 
operating practices.  The owner or operator shall maintain records of all maintenance completed on the 

control equipment (CE-113). 

C. The purging of EU-113 during startup through EP-113 is limited to 100 hours per 12-month rolling period.  

Material shall not be actively fed into the dryer during the purging process. The owner or operator shall 

record the dates and times of EU-113 startup purge hours, and update the total startup purge hours per 

month and twelve-month rolling period. 

D. The owner or operator may bypass the RTO (CE-410) and exhaust through EP-113 for the purpose of off-

line regeneration a maximum of 50 hours per calendar year with no individual off-line regeneration period 

exceeding 12 hours.  The owner or operator shall record the dates and times the RTO (CE-410) is bypassed 

for off-line regeneration, and update the total bypass hours per calendar year. 

Authority for Requirement: LCPH ATI 7065 / PTO 6801 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

113 56.6 V 28 175 17,000 LCPH ATI 7065 / PTO 6801 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  115 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

115 115 Bulk Truck Loadout  Starch 14 tph CE-115 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits   

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

115 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 2739 / PTO 3668-R2 
PM 0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

VOC 0.056 lb/hr; 0.08 tpy 
 

THAP 0.014 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-115 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-115. 

B. The differential pressure across CE-115 shall be maintained between 0.1" and 8.0" w.c.  The owner or operator 

shall monitor and record the differential pressure across CE-115 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 2739 / PTO 3668-R2 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Author ity for Requirement 

115 35 H 4 x 5 68 410 LCPH ATI 2739 / PTO 3668-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  116 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

116 
116A #5 Starch Dryer Starch 2 tph 

CE-116 Baghouse 
116B Starch Dryer Burner Natural Gas 18 MMBtu/hr 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

116 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 2992 / PTO 3669-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 2.18 lb/hr  

SO2 500 ppmv 
567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

CO 1.48 lb/hr 

 VOC 4.03 lb/hr; 17.65 tpy 

THAP 2.04 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-116 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-1116. 

B. The differential pressure across CE-116 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being dried.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-116 on a weekly basis. 

C. Fuel in EU-116B shall be limited to natural gas only.  The owner or operator shall maintain records which 

indicate natural gas is the only fuel combusted in EU-116B. 

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

E. EU-116 shall be limited to 8,004 hours of operation based on a rolling 12-month total.  The owner or 

operator shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

Authority for Requirement: LCPH ATI 2992 / PTO 3669-R4 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

116 114 V 40 197 52,193 LCPH ATI 2992 / PTO 3669-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes    No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes    No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes (1) No   
(1)Refer to Appendix B, CAM Plans Summary, for the applicable requirements. 

 

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  118 
 

Associated Equipment 

EP EU EU Description Raw Material  Rated Capacity CE ID CE Description 

118 118 Salt Storage Bin  Sodium Sulfate 12.5 tph CE-118 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

118 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4276 / PTO 4264 
PM 0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 
0.01 gr/dscf;  

0.09 lb/hr; 0.41 tpy 
 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Control Device 
A baghouse dust collector shall be maintained in proper operating condition and shall be in use any time the sodium 

sulfate bin is loaded.  A magnahelic shall be installed and operating in order to determine the differential pressure 

across the dust collector.  This gauge should be easily accessible to Cargill and air pollution control personnel. 

Authority for Requirement: LCPH ATI 4276 / PTO 4264 

 

Operation Limits  
The maximum operating capacity of this device is: 

Loading Rate:  25,000 lb/hr (dry basis) 

Airflow Rate:  1100 scfm ± 10% 

 

Airflow to the dust collector shall be limited to 1100 scfm ± 10%.  Any increase in the exhaust airflow rate would be 

considered a modification and would require a new Authorization to Install/Modify permit. 

Authority for Requirement: LCPH ATI 4276 / PTO 4264 

 

Compliance Monitoring Requirements 
The following information shall be monitored: 

¶ Weekly pressure differential readings 

¶ Weekly opacity observations while the bin(s) are being loaded (non CFR reference Method 9)* 

¶ Weekly throughput rate 

*If visible emissions are observed, corrective actions should take place within 8 hours of the observation or by the 

start of the next working day. 

 

All monitors shall be easily accessible to air pollution regulatory personnel. 

Authority for Requirement: LCPH ATI 4276 / PTO 4264 
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Recordkeeping Requirements 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

¶ Weekly pressure differential readings 

¶ Weekly opacity observations while the bin(s) are being loaded (non CFR reference Method 9)* 

¶ Weekly throughput rate 

¶ Records of all maintenance performed on the dust collector 

¶ Any changes in operation that would affect emissions, including changes in fan speed 

*If visible emissions are observed, corrective actions should take place within 8 hours of the observation or by the 

start of the next working day. 

 

These records shall be available on site at all times for viewing by air pollution control personnel. 

Authority for Requirement: LCPH ATI 4276 / PTO 4264 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes (1)  No  
(1) Refer to Appendix A, Facility O&M Plans, for the applicable requirements. 

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  119, 120, 121 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

119 119 #101 Starch Bulk Storage Bin Starch 2 tph CE-119 Baghouse 

120 120 #102 Starch Bulk Storage Bin Starch 2 tph CE-120 Baghouse 

121 121 #103 Starch Bulk Storage Bin Starch 2 tph CE-121 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

119 

120 

121 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6392 / PTO 6247-R3 

LCPH ATI 6393 / PTO 6248-R3 

LCPH ATI 6394 / PTO 6249-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.05 lb/hr 

 VOC 0.08 lb/hr; 0.36 tpy 

THAP 0.02 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-119 (CE-120, CE-121) shall be maintained according to manufacturer's specifications and good operating 

practices.  The owner or operator shall maintain records of all maintenance completed on CE-119 (CE-120, CE-

121). 

B. The differential pressure across CE-119 (CE-120, CE-121) shall be maintained between 0.02" and 8.0" w.c. 

when material is actively being transferred in or out of the bin.  A differential pressure outside of this range 

would not be considered a deviation if visible emissions are not present when the indicator is out of range and 

corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation of the 

abnormal condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the 

control equipment.  The owner or operator shall monitor and record the differential pressure across CE-119 

(CE-120, CE-121) on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 6392 / PTO 6247-R3; LCPH ATI 6393 / PTO 6248-R3 

 LCPH ATI 6394 / PTO 6249-R3 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

119 110 H 5 x 5 70 600 LCPH ATI 6392 / PTO 6247-R3 

120 90 H 5 x 5 70 600 LCPH ATI 6393 / PTO 6248-R3 

121 87 H 5 x 5 70 600 LCPH ATI 6394 / PTO 6249-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  124 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

124 124 Packer Hopper Vent Corn 20 tph CE-124 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

124 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6587 / PTO 6548-R1 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.03 lb/hr 

 VOC 0.01 lb/hr; 0.06 tpy 

THAP 0.00 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-124 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-124. 

B. The differential pressure across CE-124 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-124 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement: LCPH ATI 6587 / PTO 6548-R1 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

124 69 VR 6 x 6 70 300 LCPH ATI 6587 / PTO 6548-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 
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and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  130 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

130 130 Corn Silos 1, 2, 3 and 4 Corn 600 tph CE-130 Single Sock Filter 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

130 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6069 / PTO 5795-R2 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.04 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-130 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-130. 

B. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

  Authority for Requirement: LCPH ATI 6069 / PTO 5795-R2 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

130 123 VR 18 68 462 LCPH ATI 6069 / PTO 5795-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



AJD 99 07-TV-006R2, 6/19/19 

Process Group 4 (Food Starch) 

 
Emission Point ID Number:  149 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

149 149 Starch Bulk Bagger Starch 15 tph CE-149 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

149 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 2977 / PTO 3662-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.26 lb/hr 

 VOC 0.20 lb/hr; 0.90 tpy 

THAP 0.05 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-149 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-149. 

B. The differential pressure across CE-149 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-149 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement: LCPH ATI 2977 / PTO 3662-R4 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

149 40 D 4 x 5 70 1,500 LCPH ATI 2977 / PTO 3662-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 
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emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  153 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

153 153 Sodium Sulfate Receiving Sodium Sulfate 12.5 tph CE-153 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

153 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 5677 / PTO 5439-R1 PM 0.1 gr/dscf 
567 IAC 23.3(2)"a"(2) 

LCO Sec. 10-62(a)(1) 

PM/PM10 0.04 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Control Device 
A baghouse shall be installed to control particulate matter emissions.  The control equipment shall be maintained 

and operated at all times the air pollution source is in operation.  All appropriate probes, monitors and gauges 

needed to measure the parameters outlined in "Operating Condition Monitoring and Recordkeeping" shall be 

installed, maintained and operating during the operation of the emission unit and control device at all times. 

Authority for Requirement: LCPH ATI 5677 / PTO 5439-R1 

 

Operating Limits  
A. The control equipment on this unit shall be maintained according to the manufacturer's specifications and good 

operating practices. 

Authority for Requirement: LCPH ATI 5677 / PTO 5439-R1 

 

Operating Condition Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis. An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

B. The owner or operator shall maintain records of all maintenance completed on the control device. 

Authority for Requirement: LCPH ATI 5677 / PTO 5439-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

153 8.05 V 6 70 500 LCPH ATI 5677 / PTO 5439-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 5 (Industrial Starch)

 
Emission Point ID Number:  155 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

155 155 
Industrial Grade Packer / 

Blower 
Starch 20 tph CE-155 Dust Collector 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

155 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 3715 / PTO 4212-R4 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.12 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-155 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-155. 

B. The differential pressure across CE-155 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-155 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

D. The owner or operator shall produce no more than 105,000 tons of oxidized starch per rolling 12-month 

period.  Record monthly the amount of oxidized starch produced, calculate and record the 12-month rolling 

totals.   

Authority for Requirement: LCPH ATI 3715 / PTO 4212-R4 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

155 38 H 8 70 5,280 LCPH ATI 3715 / PTO 4212-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 
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emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  160 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

160 

160A PO Storage PO 

12.1 tph CE-160 Packed Bed Scrubber 

160C Reactor #131 

Starch 

160D Reactor #132 

160E Reactor #134 

160F Reactor #135 

160H Stripper #2 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  

160 

VOC 105 ppmv; 4.32 lb/hr; 18.92 tpy 

LCPH ATI 5876 / PTO 5740-R2 SHAP 105 ppmv 

THAP 105 ppmv; 4.32 lb/hr; 18.92 tpy 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Federal Standards 
A. National Emission Standards for Hazardous Air Pollutants (NESHAP): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

160A 

A General Conditions -- 10-62(d)(1) §63.1 ï §63.15 

EEEE 

National Emission Standards 

for Hazardous Air Pollutants: 

Organic Liquids Distribution 

(Non-Gasoline) 

-- 10-62(d)(83) §63.2330 - §63.2406 

Authority for Requirement:  LCPH ATI 5876 / PTO 5740-R2; 40 CFR 63 Subpart EEEE 
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Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-160 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-160. 

B. The recycled liquor flow rate in CE-160 shall be maintained at a minimum of 100 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 100 gallons per minute. 

C. The owner or operator shall meet the applicable emission limitations, operating limits, and work practice 

standards of NESHAP Subpart EEEE per 40 CFR §63.2346. 

D. The owner or operator shall meet the applicable general compliance requirements of NESHAP Subpart EEEE 

per 40 CFR §63.2350. 

E. The owner or operator shall meet the applicable testing and initial compliance requirements of NESHAP 

Subpart EEEE per 40 CFR §§63.2358 and 63.2370. 

F. The owner or operator shall meet the applicable continuous compliance requirements of NESHAP Subpart 

EEEE per 40 CFR §63.2378. 

G. The owner or operator shall meet the applicable notification, reports, and records requirements of NESHAP 

Subpart EEEE per 40 CFR §§63.2382, 63.2386, 63.2390, and 63.2394. 

H. The owner or operator shall comply with the applicable other requirements of NESHAP Subpart EEEE per 40 

CFR §63.2398. 

Authority for Requirement: LCPH ATI 5876 / PTO 5740-R2 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

160 66 V 24 70 6,000 LCPH ATI 5876 / PTO 5740-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Stack Testing  

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch)

 
Emission Point ID Number:  161 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

161 

161A POCL3 Storage Tank POCL3 12.1 ton/hr 

CE-161 Packed Bed Scrubber 

161B Sulfuric Acid Storage Tank Sulfuric Acid 1,200 gallons 

161C Deactivation Tank 

Starch Slurry 

50 gallons 

161D Modification Tank #101 12.1 ton/hr 

161E Modification Tank #102 12.1 ton/hr 

161F Modification Tank #103 12.1 ton/hr 

161G Modification Tank #104 12.1 ton/hr 

161H nOSA Tank 7,000 gallons 

161I Modification Tank #105 55,000 gallons 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

161 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6961 / PTO 6732-R1 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.08 lb/hr  

SO2 
500 ppmv 

567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

0.017 lb/hr 

 VOC 0.83 lb/hr; 3.62 tpy 

THAP 0.83 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-161 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-161. 

B. The pressure on the inlet of CE-161 shall be maintained between -12" and -3" w.c.  The owner or operator 

shall monitor and record the pressure on the inlet of CE-161 on a weekly basis. 

C. The recycled liquor flow rate in CE-161 shall be maintained at a minimum of 20 gallons per minute.  The 

owner or operator shall monitor and record the recycled liquor flow rate on a weekly basis. 

Authority for Requirement: LCPH ATI 6961 / PTO 6732-R1 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement 

161 42.3 V 12 90 1,460  LCPH ATI 6961 / PTO 6732-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  162 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

162 
162A Flash Dryer #6 Starch 10.1 tph 

CE-162 Wet Scrubber 
162B Flash Dryer #6 Burner Natural Gas 21 MMBtu/hr 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

162 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6586 / PTO 6444-R2 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 3.07 lb/hr  

SO2 500 ppmv 
567 IAC 23.3(3)"e" 

LCO Sec. 10-65(a)(2) 

CO 1.72 lb/hr 

 VOC 6.52 lb/hr; 28.57 tpy 

THAP 2.68 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Limits  
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-162 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-162. 

B. EU-162A shall be limited to 7,446 hours of operation based on a 12-month rolling total basis.  The owner or 

operator shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

C. Fuel in EU-162B shall be limited to natural gas only.  The owner or operator shall maintain records which 

indicate natural gas is the only fuel combusted in EU-162B. 

D. EU-162B shall be limited to 132.8 MMcf/yr of natural gas combusted based on a 12-month rolling total basis.  

The owner or operator shall monitor and record the amount of natural gas combusted on a monthly and 12-

month rolling total basis. 

E. The recycled liquor flow rate in CE-162 shall be maintained at a minimum of 150 gallons per minute based on a 

rolling 3-hour average basis.  The owner or operator shall continuously monitor the recycled liquor flow rate 

and record all rolling 3-hour averaging periods (during actual operations) when the average recycled liquor flow 

rate falls below 150 gallons per minute. 

F. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 6586 / PTO 6444-R2 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

162 120.2 V 77 120 60,298 LCPH ATI 6586 / PTO 6444-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes     No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes     No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes     No   

Authority for Requirement:  567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch) 

 
Emission Point ID Number:  164, 165, 166, 167, 169 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

164 164 Storage Bin #104 Starch 9 tph CE-164 Baghouse 

165 165 Storage Bin #105 Starch 9 tph CE-165 Baghouse 

166 166 Storage Bin #106 Starch 9 tph CE-166 Baghouse 

167 167 Specialty Starch Bin #107 Starch 10 tph CE-167 Baghouse 

169 169 Specialty Starch Bin #109 Starch 10 tph CE-169 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

164 

165 

166 

167 

169 

Opacity 20% LCO Sec.10-60(a)  LCPH ATI 4026 / PTO 4461-R3 

LCPH ATI 4027 / PTO 4462-R3 

LCPH ATI 4028 / PTO 4463-R3 

LCPH ATI 5320 / PTO 5580-R3 

LCPH ATI 5321 / PTO 5581-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

164 

165 

166 

PM/PM10 0.03 lb/hr 

 

LCPH ATI 4026 / PTO 4461-R3 

LCPH ATI 4027 / PTO 4462-R3 

LCPH ATI 4028 / PTO 4463-R3 

VOC 0.11 lb/hr; 0.48 tpy 

THAP 0.03 lb/hr 

167 

169 

PM/PM10 0.08 lb/hr 

 
LCPH ATI 5320 / PTO 5580-R3 

LCPH ATI 5321 / PTO 5581-R3 
VOC 0.16 lb/hr; 0.72 tpy 

THAP 0.04 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-164 (CE-165, CE-166, CE-167, CE-169) shall be maintained according to manufacturer's specifications and 

good operating practices.  The owner or operator shall maintain records of all maintenance completed on CE-

164 (CE-165, CE-166, CE-167, CE-169). 

B. The differential pressure across CE-164 (CE-165, CE-166, CE-167, CE-169) shall be maintained between 0.02" 

and 8.0" w.c. when material is actively being transferred in or out of the bin.  A differential pressure outside of 

this range would not be considered a deviation if visible emissions are not present when the indicator is out of 

range and corrective actions are initiated as soon as possible but no longer than eight (8) hours from observation 

of the abnormal condition.  This operating limit does not include periods of startup, shutdown, or cleaning of 

the control equipment.  The owner or operator shall monitor and record the differential pressure across CE-164 

(CE-165, CE-166, CE-167, CE-169) on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 4026 / PTO 4461-R3; LCPH ATI 4027 / PTO 4462-R2; 
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 LCPH ATI 4028 / PTO 4463-R2; LCPH ATI 5320 / PTO 5580-R3 

 LCPH ATI 5321 / PTO 5581-R3 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

164 105 H 5 x 5 70 800 LCPH ATI 4026 / PTO 4461-R3 

165 105 H 4 x 5 70 800 LCPH ATI 4027 / PTO 4462-R3 

166 102 H 5 x 5 70 800 LCPH ATI 4028 / PTO 463-R3 

167 104 D 5 x 6 70 1,200 LCPH ATI 5320 / PTO 5580-R3 

169 112 H 12 x 14 70 1,200 LCPH ATI 5321 / PTO 5581-R3 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring   

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)  
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Process Group 7 (Specialty Starch)

 
Emission Point ID Number:  170 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

170 170 Specialty Starch Warehouse Receiver Starch 12.5 tph CE-170 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

170 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 6618 / PTO 6549-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.13 lb/hr 

 VOC 5 ppm 

THAP 1.25 ppm 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

A. CE-170 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-170. 

B. The differential pressure across CE-170 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-170 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

Authority for Requirement: LCPH ATI 6618 / PTO 6549-R4 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

170 79 H 6 X 12 70 1,500 scfm LCPH ATI 6618 / PTO 6549-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch)

 
Emission Point ID Number:  171, 173, 174, 175 
 

Associated Equipment 

EP EU EU Description Raw Material  Rated Capacity CE ID CE Description 

171 171 Specialty Starch Mix Bin #1 

Starch 

17.5 tph CE-171 Baghouse 

173 

173A Starch Packer  12.5 tph 

CE-173 Baghouse 173B Super Sacker 12.5 tph 

173C Cleanup Vacuum 12.5 tph 

174 174 Grinder Discharge Receiver 12.5 tph CE-174 Dust Collector 

175 175 Warehouse Vacuum Receiver 12.5 tph CE-175 Dust Collector 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

171 

173 

174 

Opacity 20% LCO Sec.10-60(a)  LCPH ATI 4270 / PTO 4465-R3 

LCPH ATI 6727 / PTO 6471-R1 

LCPH ATI 4272 / PTO 4467-R3 
PM 0.1 gr/dscf 

567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

171 

PM/PM10 0.06 lb/hr 

 

LCPH ATI 4270 / PTO 4465-R3 VOC 0.05 lb/hr; 0.22 tpy 

THAP 0.01 lb/hr 

173 

PM/PM10 0.32 lb/hr 

LCPH ATI 6727 / PTO 6471-R1 VOC 0.75 lb/hr; 3.30 tpy 

THAP 0.19 lb/hr 

174 

PM/PM10 0.04 lb/hr 

LCPH ATI 4272 / PTO 4467-R3 VOC 0.03 lb/hr; 0.15 tpy 

THAP 0.01 lb/hr 

175 

Opacity No Visible Emissions  

LCPH ATI 4273 / PTO 4468-R4 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.01 lb/hr 

 VOC 0.04 lb/hr; 0.18 tpy 

THAP 0.01 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping  
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-171 (CE-173, CE-174, CE-175) shall be maintained according to manufacturer's specifications and good 

operating practices.  The owner or operator shall maintain records of all maintenance completed on CE-171 

(CE-173, CE-174, CE-175). 
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B. The differential pressure across CE-171 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred in or out of the bin.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-171 on a weekly 

basis. 

C. The differential pressure across CE-173 (CE-174, CE-175)   shall be maintained between 0.02" and 8.0" w.c. 

when material is actively being transferred.  A differential pressure outside of this range would not be 

considered a deviation if visible emissions are not present when the indicator is out of range and corrective 

actions are initiated as soon as possible but no longer than eight (8) hours from observation of the abnormal 

condition.  This operating limit does not include periods of startup, shutdown, or cleaning of the control 

equipment.  The owner or operator shall monitor and record the differential pressure across CE-173 on a weekly 

basis.  The owner or operator shall monitor and record the differential pressure across CE-173 (CE-174, CE-

175)  on a weekly basis. 

D. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. (EP's 171, 173, and 174 only)  

Authority for Requirement: LCPH ATI 4270 / PTO 4465-R3; LCPH ATI 6727 / PTO 6471-R2; 

 LCPH ATI 4272 / PTO 4467-R3; LCPH ATI 4273 / PTO 4468-R4 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

171 102 H 6 x 14 70 1,465 LCPH ATI 4270 / PTO 4465-R3 

173 67 VR 28 68 15,000 LCPH ATI 6727 / PTO 6471-R2 

174 8 H 6 70 1,011 LCPH ATI 4272 / PTO 4467-R3 

175 9 I 24 x 24 70 300 LCPH ATI 4273 / PTO 4468-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements  
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring (EP's 171, 173, and 174 only) 

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3)  



AJD 117 07-TV-006R2, 6/19/19 

Process Group 3 (Process)

 
Emission Point ID Number:  176 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

176 176A Waxy Corn Silo #1 
Corn 

75,000 bushels 
CE-176 Baghouse 

176 176B Waxy Corn Silo #2 75,000 bushels 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.)  

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

176 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4330 / PTO 4469-R4 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.13 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. CE-176 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-176. 

B. The differential pressure across CE-176 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but no longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-176 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 4330 / PTO 4469-R4 
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Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

176 118 H 11 x 12 70 3,000 LCPH ATI 4330 / PTO 4469-R4 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenan ce Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 1 (Utilities) 

 
Emission Point ID Number:  210 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

210 210 
500 kW Non-

emergency Generator 
Diesel Fuel 

36.3 gph 

680 bhp 
CE-210 Diesel Oxidation Catalyst 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits 

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

210 

PM 0.6 lb/MMBtu 
LCO Sec. 10-61(b)(1) 

567 IAC 23.3(2)(b)"2" 

LCPH ATI 6123 / PTO 6084-R1 

PM/PM10 0.6 lb/MMBtu  

Opacity 20% LCO Sec.10-60(a) 

SO2 
1.5 lb/MMBtu  

(max 2-hr avg) 
LCO Sec. 10-65(1)(b) 

Fuel 

Sulfur 

Content 

15 ppm (0.0015%) 

by weight 

40 CFR §63.6604(a) 

40 CFR §80.510(b)(1)(i) 

CO 
Minimum 70% 

Reduction 
40 CFR §63.6600(b) 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Federal Standards 
A. National Emission Standards for Hazardous Air Pollutants (NESHAP): 

The following subparts apply to the emission unit(s) in this permit: 
 

EU ID Subpart Title  Type 
Local Reference 

(LCO Sec.) 

Federal Reference 

(40 CFR) 

210 

A General Conditions -- 10-62(d)(1) §63.1 ï §63.15 

ZZZZ 

National Emissions Standards 

for Hazardous Air Pollutants 

for Stationary Reciprocating 

Internal Combustion Engines 

New Non-

Emergency 

Engine @ 

Major Source 

10-62(d)(104) §63.6580 - §63.6675 

Authority for Requirement:  LCPH ATI 6123 / PTO 6084 (R2) 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 
 

A. The owner or operator shall meet the applicable General Provisions requirements of 40 CFR 63 (Subpart A) as 

indicated in 40 CFR §63.6665 to comply with LCO Sec. 10-62(d)(1). 

B. The owner or operator shall meet the Emission and Operating Limits of 40 CFR §63.6600 to comply with LCO 

Sec. 10-62(d)( 104). 
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C. The owner or operator shall comply with the Fuel Requirements of 40 CFR §63.6604(a) (NESHAP Subpart 

ZZZZ) to comply with LCO Sec. 10-62(d)(104).  Specifically, EU-210 is limited to burning diesel fuel with a 

maximum sulfur content of 15 ppm (0.0015%) by weight and either a minimum cetane index of 40 or a 

maximum aromatic content of 35 percent by volume. 

a. The owner or operator shall have the fuel supplier certify that the fuel delivered meets the definition of 

non-road diesel fuel as indicated in 40 CFR §80.510(b); or 

b. The owner or operator shall obtain a fuel analysis from the supplier showing the sulfur content and 

cetane index or aromatic content of the fuel delivered; or 

c. The owner or operator shall perform an analysis of the fuel to determine the sulfur content and cetane 

index or aromatic content of the fuel received. 

D. The owner or operator shall meet the General Compliance Requirements of §63.6605 to comply with LCO Sec. 

10-62(d)(104). 

E. The owner or operator shall comply with the Testing and Initial Compliance Requirements of 40 CFR 

§63.66610, §63.6615, §66.6620, §63.6625 and §63.6630 to comply with LCO Sec. 10-62(d)(104). 

F. The owner or operator shall comply with Continuous Compliance Requirements of 40 CFR §63.6635 and 

§63.6640. 

G. The owner or operator shall submit comply with the Notifications of 40 CFR §63.6645. 

H. The owner or operator shall comply with the Reporting requirements of 40 CFR §63.6650. 

i. Pursuant to 40 CFR §63.6650(b)"5" the owner or operator may postmark or deliver the semiannual 

compliance reports no later than March 31 and September 30 rather than January 31 or July 31.  The 

semiannual reports must contain information in §63.6650(c)"1 through 6" and applicable information 

in (e)"1 through 12".   

I. The owner or operator shall comply with the Recordkeeping requirements of 40 CFR §63.6655 and maintain 

them pursuant to 40 CFR §63.6660. 

J. EU-210 shall operate no more than 4,000 hours per 12-month rolling period. 

i. The owner or operator shall maintain the following monthly records: 

1. The total number of hours the engine operated; and 

2. The rolling 12-month total of the number of hours that the engine operated. 

K. The control equipment on this emission unit shall be maintained according to the manufacturer's specifications 

and good operating practices. 

Authority for Requirement: LCPH ATI 6123 / PTO 6084-R2 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

210 30 V 8 981 4,000 LCPH ATI 6123 / PTO 6084-R1 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 
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Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Stack Testing  

Refer to Appendix E, Stack Testing Summary, for the applicable requirements. 

Authority for Requirement:  567 IAC 22.108(3) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 3 (Process) 

 
Emission Point ID Number:  230 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID CE Description 

230 230 Cracked Corn Conveying Corn 20 tph CE-230 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits   

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

230 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4720 / PTO 4785-R2 PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.05 lb/hr  

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-230 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-230. 

B. The differential pressure across CE-230 shall be maintained between 0.02" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation if 

visible emissions are not present when the indicator is out of range and corrective actions are initiated as soon 

as possible but no longer than eight (8) hours from observation of the abnormal condition.  This operating limit 

does not include periods of startup, shutdown, or cleaning of the control equipment.  The owner or operator 

shall monitor and record the differential pressure across CE-230 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission unit, 

make corrections to operations or equipment associated with the exceedance, and record the corrective action 

taken. 

Authority for Requirement: LCPH ATI 4720 / PTO 4785-R2 

 

 

 

 

 

 

 

 

 

 

 

 



AJD 123 07-TV-006R2, 6/19/19 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

230 68 V 8 72 600 scfm LCPH ATI 4720 / PTO 4785-R2 

 

The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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Process Group 7 (Specialty Starch)

 
Emission Point ID Number:  240 
 

Associated Equipment 

EP EU EU Description Raw Material Rated Capacity CE ID  CE Description 

240 240 Starch Re-slurry System Corn 5 tph CE-240 Baghouse 

 

Applicable Requirements 
 

Emission Limits (lb./hr, gr./dscf, lb./MMBtu, % opacity, etc.) 

The emissions from this emission point shall not exceed the levels specified below. 

 

Emission Limits  

EP Pollutant Emission Limit(s) Authority for Requirement  Authority for Requirement  

240 

Opacity 20% LCO Sec.10-60(a)  

LCPH ATI 4855 / PTO 4862-R3 

PM 0.1 gr/dscf 
567 IAC 23.4(7) 

LCO Sec. 10-62(a)(7) 

PM/PM10 0.05 lb/hr 

 VOC 0.17 lb/hr; 0.75 tpy 

THAP 0.04 lb/hr 

 

Operational Limits & Requirements 

The owner/operator of this equipment shall comply with the operational limits and requirements listed below. 

 

Operating Requirements with Associated Monitoring and Recordkeeping 
All  records as required by this permit shall be kept on-site for a minimum of five (5) years and shall be available for 

inspection by the Department.  Records shall be legible and maintained in an orderly manner.  The operating 

requirements and associated recordkeeping for this permit shall be: 

 

A. CE-240 shall be maintained according to manufacturer's specifications and good operating practices.  The 

owner or operator shall maintain records of all maintenance completed on CE-240. 

B. The differential pressure across CE-240 shall be maintained between 0.01" and 8.0" w.c. when material is 

actively being transferred.  A differential pressure outside of this range would not be considered a deviation 

if visible emissions are not present when the indicator is out of range and corrective actions are initiated as 

soon as possible but no longer than eight (8) hours from observation of the abnormal condition.  This 

operating limit does not include periods of startup, shutdown, or cleaning of the control equipment.  The 

owner or operator shall monitor and record the differential pressure across CE-240 on a weekly basis. 

C. The owner or operator shall monitor and record 'no visible emissions' observations on a weekly basis.  An 

exceedance of 'no visible emissions' will require the owner/operator to promptly investigate the emission 

unit, make corrections to operations or equipment associated with the exceedance, and record the corrective 

action taken. 

D. EU-240 shall be limited to 1,752 hours of operation based on a 12-month rolling total basis.  The owner or 

operator shall monitor and record the hours of operation on a monthly and 12-month rolling total basis. 

Authority for Requirement: LCPH ATI 4855 / PTO 4862-R3 

 

Emission Point Characteristics 
The emission point shall conform to the specifications listed below. 

 

EP 
Stack Height  

(feet, above ground) 

Discharge 

Style 

Stack 

Opening 

(inches, dia.) 

Temp 

(°F) 

Flowrate 

(acfm) 
Authority for Requirement  

240 83.8 V 9 70 1,250 scfm LCPH ATI 4855 / PTO 4862-R3 
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The temperature and flowrate are intended to be representative and characteristic of the design of the permitted 

emission point.  The Department recognizes that the temperature and flow rate may vary with changes in the process 

and ambient conditions.  If it is determined that any of the emission point characteristics above are different than the 

values stated, the owner or operator shall submit a request either by electronic mail or written correspondence to the 

Department within thirty (30) days of the discovery to determine if a permit amendment is required, or submit a 

permit application requesting to amend the permit. 

 

Monitoring Requirements   
The owner/operator of this equipment shall comply with the monitoring requirements listed below. 

 

Opacity Monitoring  

See Appendix D, Opacity Monitoring Summary. 

Authority for Requirement: 567 IAC 22.108(14) 

 

Agency Approved Operation & Maintenance Plan Required?   Yes   No  

 

Facility Maintained Operation & Maintenance Plan Required?   Yes   No  

 

Compliance Assurance Monitoring (CAM) Plan Required? Yes   No  

Authority for Requirement: 567 IAC 22.108(3) 
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